PULSAR

LuxEOS Flood 18 viviD COLOUR

LED FLOOD FOR ARCHITECTURAL LIGHTING

LUXEOS Flood 18 - RGBW (5700K)
10° 20° 40° 80° 10x60° 60x10°

Tested By

DW Windsor Group Laboratory
Hoddesdon

UK

Date
Nov 2020

Dimensions
350mm (H) x 420mm (W) x 150mm (D) (including yoke)

v1iva DId1dWOL1OHd

Weight
12 kgs (26.46lbs)

Polar Distribution

10° Conical Beam (Native) 20° Conical Beam (with HBS) 40° Conical Beam (With HBS)

10°
80° Conical Beam (With HBS) 10x60° / 60x10° Elliptical Beam (with HBS)

165

10x60° / 60x10°
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with native 10° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
4208 Ix

6574 Ix

Lux*

Beam center

Footcandles*

*measured at
center of beam

611 fcd
391 fed
Beam width (metre) 0.2 m 0.4 m 0.6 m 0.7m 09m
Beam width (feet) 0.6 ft 1.2 1t 1.8 ft 2.4 ft 3 ft

Beam intensities from 1-20m

tm | 2m | 3m | 4m | s5m | em | 7m | sm | om | tom | 11m | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
33t | 66ft | 981 | 1317 | 164ft | 19.7% | 23% | 26.2ft | 205 | 32.8%t | 36.1ft | 30.4%t | 427t | 45.9f | 49.2% | 52.5f | 55.8% | 50.1ft \ 62.3ft | 65.6ft
1051910 262980 | 11688 | 6674 | 4208 | 2922w | 2147w | 1644 | 1298 | 1052 | 869 | 730w | 622 | 537w | 468 | 417w | 364 | 325w | 291 | 263w
9772.5fc | 2443.1fc | 1085.8fc | 610.8fc | 390.9fc | 271.5fc | 199.4fc | 152.7fc | 120.6fc | 97.7fc | 80.8fc 67.9fc | 57.8fc | 49.9fc ‘ 43 4fc 38.2fc 33.8fc 30.21c | 27.1fc 24 .41c
Intensities in 0° c-plane

0° g 28 37 4° 5° 6° 7% 8° 9° 10° | 11° | 12> | 13° | 14> | 15° | 16° | 17° | 18° | 1¢°
105K | 103K | 98K | 88K | 74K | 58K | 42K | 28K | 18K | 12K | 8K 6K 4K 4K 3K 3K 2K 2K 1K 1K
100% | 98% | 93% | 83% | 70% | 55% | 40% | 27% | 17% | 11% | 7% | 5% | 4% | 4% | 3% | 3% | 2% | 2% 1% 1%
Intensities in 90° c-plane ‘

0° 19 2¢ 37 4° 52 6° 7° 8° 9° 0% || 41 || 122 | 432 ‘ 14° ‘ 15° | 16° | 47° | 18° | 1@°
105K | 103K | 98K | 88K | 74K | 58K | 42K | 28K | 18K | 12K | 8K 6K 4K 4K | 3K 3K 2K K | 1K 1K
100% | 98% | 93% | 83% | 70% | 55% | 40% | 27% | 17% | 1% | 7% | 5% | 4% | 4% 3% | 3% | 2% | 2% 1% 1%
Intensities in 180° c-plane .

0° 2 2° 3° 4° 5¢ 6° 72 8° 9° O || (S \ 14° | 150 | 16 | 170 | 18° | 19°
105K | 103K | 98K | 88K | 74K | 58K | 42K | 28K ‘ 18K | 12K | 8K 6K 4K 4K 3K 3K 2K 2K 1K 1K
100% | 98% | 93% | 83% | 70% | 55% | 40% | 27% | 17% | 11% | 7% | 5% | 4% | 4% | 3% | 3% | 2% | 2% 1% 1%
Intensities in 270° c-plane

0° 1° 2¢ 32 4° 52 6° 7° 8° 9° 0% || 41 || 122 | 430 ‘ 14° ‘ 15° | 16° | 47° | 18° | 1@
105K | 103K | 98K | 88K | 74K | 58K | 42K | 28K | 18K | 12K | 8K 6K 4K 4K 3K 3K 2K 2K 1K 1K
100% | 98% | 93% | 83% | 70% | 55% | 40% | 27% | 17% | 1% | 7% | 5% | 4% | 4% | 3% | 3% | 2% | 2% 1% 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
10.6° 18.4° 30° 98.8% 97.7%
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 20° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
1467 Ix
2292 Ix

4075 Ix

Lux* 9168 Ix

Beam center
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Footcandles* 852 fcd

379 fcd

*measured at

center of beam 213 fcd
136 fcd
Beam width (metre) 0.3 m 0.6m 09m 1.2m 1.5m
Beam width (feet) 1 ft 1.9 ft 2.9 ft 3.9 ft 4.8 ft

Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m ‘ 19m 20m

3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft I 20.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft ‘ 62.3ft | 65.6ft
36672ix | 91681x | 4075Ix | 2292ix | 14671x | 10191x | 748Ix 573Ix 4531x 3671x 303ix 255Ix 217x 1871x

1631x 1431x 1271x 113Ix 1021x 92ix

3407fc | 851.7fc | 378.6fc | 212.9fc | 136.3fc | 94.6fc | 69.5ic | 53.2fc | 42.1fc | 34.1fc | 28.2fc | 23.7%c | 20.2fc | 17.4ic | 15.1fc | 13.3fc | 11.8ic | 10.5fc 9.4ic 8.5fc

Intensities in 0° c-plane R R B
0° 1= 27 3° 4° 5 6° 72 8° 9° 10° 11z 122 13° 14° ‘ 15? 16° 17= ‘ 18° 19°

36.7K | 36.4K | 35.3K | 33.5K | 31.2K | 28.5K | 25.5K | 22.5K | 19.4K | 16.6K | 13.9K | 11.6K | 9.5K 7.8K 6.3K ‘ 5.1K 41K 3.3K 27K 22K

100% | 99% 96% 91% 85% 78% 70% 61% 53% 45% 38% 32% 26% 21% 17% ‘ 14% 11% 9% 7% 6%

Intensities in 90° c-plane
0° 18 9% 3? 4° 5¢ 6° 7 8° 9 (o [ G | 14° | 15° | 18° | 17° | 18 | 19°

36.7K | 36.4K | 35.3K | 33.5K | 31.2K | 28.5K | 25.5K | 22.5K | 19.4K | 16.6K | 13.9K | 11.6K | 95K | 7.8K | 63K | 51K | 41K | 33K | 27K | 2.2

100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% 32% | 26% | 21% 17% 14% 11% 9% 7% 6%

Intensities in 180° c-plane »
0° e 23 3z 4° 5 6° 7 8° 9° 10° (B A B \ 14° | 15° | 16° | 170 | 18° | 19°
36.7K | 36.4K | 35.3K | 33.5K | 31.2K | 28.5K | 25.5K | 22.5K ‘ 194K | 16.6K | 13.9K | 11.6K | 95K | 78K | 63K | 51K | 41K | 33K | 27K | 22K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%

Intensities in 270° c-plane
0° 1% o 3° 4° 5° 6° 7 8° 9° 1e* || 49 || 120 | 13° | 14° | 15° | 16° | 170 | 18 | 19°
36.7K | 36.4K | 35.3K | 33.5K | 31.2K | 28.5K | 25.5K | 22.5K | 19.4K | 16.6K | 13.9K | 11.6K | 95K | 7.8K | 63K | 51K | 41K | 33K | 27K | 22K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

16.8° 33.1° 47.6° 97.0% 94.9%
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 40° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
288 Ix
450 Ix

801 Ix
Lux* 1802 Ix
7207 Ix

Beam center

40°
u\\\\\vm.

670 fcd
Footcandles* 167 fcd

74|fcd

*measured at
center of beam

27 ffed
Beam width (metre) 0.8 m 1.5m 2.3m 3.1m 3.9m
Beam width (feet) 2.6 ft 5.1 ft 7.6 ft 10.1 ft 12.7 ft

Beam intensities from 1-20m
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im 2m 3m 4m 5m 6m 7m sm | 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m ‘ 19m 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft I 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft @ 55.8ft | 59.1ft ‘ 62.3ft | 65.6ft
72071x | 1802ix 8011 4501x 288Ix 2001x 1471x 113Ix 89Ix 72I1x 60Ix 50Ix 43ix 37x | 32 28Ix 25Ix 22ix 20ix 18Ix
669.5fc | 167.4fc | 74.4fc 41.8fc 26.8fc 18.6fc 13.7fc 10.5fc 8.3fc 6.7fc 5.5fc 4.6fc 4fc 3.4fc 3fc [ 2.6fc 2.3fc 21fc 1.9fc 1.7fc
Intensities in 0° c-plane _ B ) _ _ — ,

0° 2° 4° 6° 8° 10° oz 14° 16° 18° 20° 22° 24° 26° 28° ‘ 30° 32° 34 | 36° 38°
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5998 | 5551 5047 | 4499 | 3929 | 3365 | 2831 | 2352 | 1940 ‘ 1697 | 1316 | 1086 898 743
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% \ 22% | 18% | 15% | 12% | 10%
Intensities in 90° c-plane

0° 2 4° 6° 8° 10° 12% 14° 16° 18° 20° 22° 24° 26° l 28° | 30° 322 34° 36° 38°
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5998 | 5551 | 5047 | 4499 | 3929 | 3365 | 2831 2352 | 1940 | 1597 | 1316 | 1086 898 743
100% | 100% | 98% 96% 93% 88% 83% 7% 70% 62% 55% 47% 39% 33% ‘ 27% 22% 18% 15% 12% 10%
Intensities in 180° c-plane

0° 2° 4° 6° 8° 10° oz 14° 16° 18° 20° 22° 24° 26° ‘ 28° | 30° 32° 34° 36° 38°
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5998 | 5551 5047 | 4499 | 3929 | 3365 | 2831 2352 | 1940 | 1597 | 1316 | 1086 898 743
100% | 100% | 98% 96% 93% 88% 83% 7% 70% 62% 55% 47% 39% 33% | 27% 22% 18% 15% 12% 10%
Intensities in 270° c-plane

0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 222 24° 26° l 28° | 30° 32° 34° 36° 38°
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5998 | 5551 | 5047 | 4499 | 3929 | 3365 | 2831 | 2352 | 1940 | 1597 | 1316 | 1086 | 898 743
100% | 100% | 98% 96% 93% 88% 83% 7% 70% 62% 55% 47% 39% 33% 27% 22% 18% 15% 12% 10%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
42.3° 76.6° 105.5° 96.7% 90.9%
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 80° Optics

Distance (metre)

Distance (feet)

Lux*

Footcandles*

*measured at
center of beam

Tm
3,3 ft

2954 Ix

2m
6,6 ft

3m 4m
9,8 ft 13,1 ft
185 Ix

Beam center

5m
16,4 ft

118 Ix
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11 fed
Beam width (metre) 1.6 m 32m 4.8m 6.3 m 79m
Beam width (feet) 5.2 ft 10.5 ft 15.5 ft 20.8 ft 26 ft

Beam intensities from 1-20m

im 2m 3m 4m 5m 6m m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m ‘ 19m 20m
33ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 20.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft  45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft ‘ 62.3ft | 65.6ft
29541x 738Ix 328ix 185Ix 1181x 82Ix 60ix 461x 361x 301x 241x 211x 171x 15 | 13K 12ix 10Ix 9ix 8ix Tix
274 4fc | 68.6fc 30.5fc 17.2fc 11fc 7.6fc 5.6fc 4 3fc 3.4fc 2.7fc 2.3fc 1.9fc 1.6fc 1.4fc ‘ 1.2fc 1.1fc 0.9fc 0.8fc 0.8fc 0.7fc
Intensities in 0° c-plane

0° 5° 10° 15¢° 20° 257 30° 358 40° 45° 50° 55° 60° 65° 70° 75° 80° 85° 90° 95°
2954 | 2856 | 2721 | 2693 | 2664 | 2538 | 2253 | 1808 | 1325 885 533 308 184 117 75 46 23 7 2 0
100% | 97% 92% 91% 90% 86% 76% 61% v 45% 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%
Intensities in 90° c-plane ‘

0° 5% o) 457 20° 25 30° 352 40° 45° 50° 55° 60° 65° ‘ 70° ‘ 757 80° 85° 90° 95°
2954 | 2856 | 2721 | 2693 | 2664 | 2538 | 2253 | 1808 ' 1325 885 533 308 184 17 | 75 v 46 23 7 ‘ 2 0
100% | 97% 92% 91% 90% 86% 76% 61% 45% 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%
Intensities in 180° c-plane

0° 5% 10° 157 20° 25? 30° 35¢° 40° 45° 50° 55¢ 60° 65° ‘ 70° | 5% 80° 85° 90° 958
2954 | 2856 | 2721 2693 | 2664 | 2538 | 2253 | 1808 | 1325 885 533 308 184 17 | 75 46 23 7 2 0
100% | 97% 92% | 91% | 90% 86% 76% 61% v 45% 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%
Intensities in 270° c-plane

0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50° 55° 60° 65° ‘ 70° ‘ 52 80° 85°% 90° 95°
2954 | 2856 | 2721 2693 | 2664 | 2538 | 2253 | 1808 ' 1325 885 533 308 184 117 75 ’ 46 23 7 2 0
100% | 97% 92% | 91% | 90% 86% 76% 61% | 45% | 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
76.8° 110.8° 140.5° 95.0% 82.4%
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 10x60° & 60x10° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
706 Ix
1103 Ix

1960 Ix

Lux* 4411 Ix

Beam center

Footcandles* 410 fcd

182 fed

*measured at

center of beam 102 fcd
66 fcd
Beam width (metre) 0.5 m 09m 14 m 1.8 m 2.3m
Beam width (feet) 1.5 ft 3ft 4.4 ft 5.9 ft 7.4 ft

Beam intensities from 1-20m

im 2m 3m 4m 5m 6m 7m 8m | 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m ‘ 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft : 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft @ 55.8ft | 59.1ft ‘ 62.3ft | 65.6ft
176441 | 4411 | 19601 | 1103 | 706ix | 490Kk | 360K | 276ix | 218x | 1761 | 146k | 123x | 104x | 90x | 78ix 69ix 61ix 54ix 49 44
1639.2c| 408,86 | 1821 | 102.4%c | 65,66 | 4556 | 3350 | 2566 | 2026 | 164t | 1356 | 114 | O7fc | 84t | 736 | 64w | 576 | 51 | 456 | 4
Intensities in 0° c-plane _ B ) , _ B ,

0° 27 4° 6° 8¢ 10° 125 14° 16° ‘ 18° 20° 22° 24° 26° 28° ‘ 30° 32° 34 | 36° 38°
17.6K | 16.5K | 16.4K | 16.2K | 16.0K | 15.7K | 15.4K | 15.0K | 14.5K | 13.9K | 13.1K | 12.2K | 11.0K | 9.7K 8.4K ‘ 7.1K 58K | 47K 37K | 28K
100% | 94% | 93% | 92% | 91% | 89% | 87% | 85% | 82% | 719% | 74% | 69% | 62% | 55% | 48% \ 40% | 33% | 27% | 21% 16%
Intensities in 90° c-plane

0° 22 4° 6° 8° 10° 22 14° | 16° 18° 20° 22° 24° 26° l 28° | 30° 32° 34° 36° 38°
17.6K | 174K | 12.9K | 7.8K | 42K | 25K | 17K | 1.2K | 0.8K | 06K | 0.4K | 0.3K | 0.3K | 02K | 02K | 0.2K | 01K | 04K | 0.1K | 0.1K
100% | 99% 73% 44% 24% 14% 9% 7% ‘ 5% 3% 3% 2% 2% 1% ‘ 1% 1% 1% 1% 1% 1%
Intensities in 180° c-plane »

0° 2° 4° 6° 8° 10° oz 14° 16° 18° 20° 22° 24° 26° ‘ 28° | 30° 32° 34° 36° 38°
17.6K | 16.5K | 16.4K | 16.2K | 16.0K | 15.7K | 15.4K | 15.0K ‘ 145K | 13.9K | 13.1K | 12.2K | 11.0K | 9.7K ‘ 8.4K l 7.1K 58K | 47K 37K | 28K
100% | 94% 93% 92% 91% 89% 87% 85% 82% 79% 74% 69% 62% 55% | 48% 40% 33% 27% 21% 16%
Intensities in 270° c-plane ,

0° 28 4° 6° 8° 10° 12® 14° ' 16° | 18° 20° I 22° . 24° 26° l 28° | 30° 32° 34° | 36° 38° |
17.6K | 17.4K | 129K | 7.8K | 42K | 25K | 1.7K | 12K | 0.8K | 06K | 04K | 03K | 0.3K | 02K | 02K | 02K | 0.1K | 0.1K | 0.1K | 0.1K
100% | 99% 73% 44% 24% 14% 9% 7% l 5% 3% 3% 2% 2% 1% 1% ’ 1% 1% 1% 1% 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
25.5° 45.7° 66.1° 97.5% 94.0%
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
ISO Candela & ISO Lux diagrams with 10° Optics

ISO candela diagram

90°
10% 10519 cd

75° ———— 20% 21038 cd
30% 31557 cd
40% 42076 cd
45° ——— 50% 52595 cd
60% 63114 cd
70% 73634 cd

60°

30°
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8l15° — 80% 84153 cd
()}
S 90% 94672 cd
w©|0°
[&]
2
(0]
>|-15° Conditions:
00 Number of c-planes: 72
Candela at center: 105191 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 31.61Ix
4m 13.1f 5% H2Rk
10% 105 Ix
3m 9.8f 30% 3161x
50% 526 Ix
2m 6.6f
1m 3.3f
Om of Conditions:
Number of c-planes: 72
-im -3.3f Lux at center: 1052 Ix
-2m o - -6.6f
-3m -9.8f
Lux distribution on a surface
-4m -13.1f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
ISO Candela & ISO Lux diagrams with 20° Optics

ISO candela diagram

O
900 Z
10% 3667 cd rmi
75° ———— 20% 7334cd I
30% 11002 cd —
o M
40% 14669 cd
45° — 50% 18336 cd U
60% 22003 cd >
30°
70% 25670 cd _I
8l1s° 80% 29338 cd P
[®)]
S 90% 33005 cd
w® |0°
[&]
£
(V)
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 36672 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
— 3% 11.010x
am L ) y 13.1f 5% 18.3Ix
g : 10% 36.7 Ix
3m 9.8f a0%. 110
50% 183 Ix
2m 6.6f
m 3.3f
om of Conditions:
Number of c-planes: 72
-im 3.5 Lux at center: 367 Ix
-2m -6.6f
-3m -9.8f
. Lux distribution on a surface
_Am 13.1f when lamp is mounted at 10
meters from the surface.
PULSAR
1 Pembroke Avenue, Waterbeach, Cambridge, CB25 9QP
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
ISO Candela & ISO Lux diagrams with 40° Optics

ISO candela diagram

O
90° Z
10% 721cd rmi
75° ———— 20% 1441cd I
650° - 30% 2162cd —
- 40% 2883 cd ()
45° — 50% 3603 cd U
60% 4324 cd >
30°
70% 5045 cd _I
8lise 80% 5765 cd P
()]
5 90% 6486 cd
w [0°
[&]
£
(0]
>|-15° Conditions:
00 Number of c-planes: 72
Candela at center: 7207 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 2.161x
12m 39 4f 5%  3.60 Ix
10% 7.211x
om 29.5f 30% 21.61Ix
50% 36.0 Ix
6m 19.7f
3m 9.8f
om of Conditions:
Number of c-planes: 72
-3m o8 Lux at center: 72.1 Ix
-6m -19.7f
-9m -29.5f
Lux distribution on a surface
-12m -39 4f when lamp is mounted at 10
meters from the surface.
PULSAR
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
ISO Candela & ISO Lux diagrams with 80° Optics

ISO candela diagram

O
900 Z
10% 295 cd rmi
75° —— 20% 591cd I
50° 30% 886 cd —
40% 1181cd ()
45° 50% 1477 cd U
60% 1772cd >
30°
70% 2068 cd _I
8l15e 80% 2363 cd P
(o))
s 90% 2658 cd
w® |0°
[S]
£
(0]
>|-15° Conditions:
00 Number of c-planes: 72
Candela at center: 2954 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
30m 98.4f
3% 0.886 Ix
24m ‘ 78.7f 5% 1.48Ix
10% 2.95Ix
18m 59.1f 30% 8.86Ix
50% 14.8 Ix
12m 39.4f
6m 19.7f
om of Conditions:
Number of c-planes: 72
-6m -19.7¢ Lux at center: 29.5 Ix
-12m -39.4f
-18m -59.1f
Lux distribution on a surface
_24m I _78.7f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
ISO Candela & ISO Lux diagrams with 10x60° & 60x10° Optics

ISO candela diagram

90°
10% 1764 cd

75° ———— 20% 3529cd
30% 5293 cd
40% 7058 cd
45° —— 50% 8822cd
60% 10586 cd
70% 12351 cd

60°

30°

-
I
O
|
o
<
rm
—
==
M
3
>

8l15° ———— 80% 14115cd
()] E —— =
5 = 90% 15880 cd
w [0°
[&]
£
(0]
> |-15° Conditions:
00 Number of c-planes: 72
Candela at center: 17644 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 5.291x
12m 39.4f 5% 8.82 Ix
10% 17.6Ix
9m 29.5f 30% 929k
50% 88.2Ix
6m 19.7f
3m 9.8f
Om of Conditions:
Number of c-planes: 72
-3m 0.8 Lux at center: 176 Ix
-6m -19.7f
-Om -29.5f
Lux distribution on a surface
-12m -39 4f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
Colormetrics RGCBW

Spectra Total Lumen Output (Native) : 4778 Im
Efficacy : 39.81 Im/W

Voltage : 240V

Supply Power : 120W

Supply Power Factor : 0.97
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) n
Colormetrics RED

Spectra Red Lumen Output : 1054 Im
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Colormetrics GREEN

Spectra Green Lumen Output: 1618 Im

vivad DId1dWOLOHd

CIE 1931 CIE 1931 Zoom
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Colormetrics BLUE

Spectra

Blue Lumen Output : 356 Im

CIE 1931

CIE 1931 Zoom

220

Auv: n/a

vivad DId1dWOLOHd
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Colormetrics WHITE 5700K

Spectra White 5700K Lumen Output : 2902 Im
CRI: 90
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Should further photometric variations be required, please contact our Head Office.
As part our commitment to continuous improvement PULSAR may change the specifications of its products without prior notification or public announcement.
All descriptions, illustrations, drawings and specifications in this publication present only general particulars and shall not form part of any contract.
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