
Large Cambridge 
10m
8m

Large Chester 
10m
8m

Cannon
10m
8m
6m
5m
4m

Tapered Steel/Tapered Aluminium 
10m
8m
6m
5m
4m

Various tapers

Large Cardiff
10m
8m

Tubular Steel/Tubular Aluminium 
12m
10m
8m

Edinburgh 
10m
8m

Amax
10m
8m
6m
5m
4m

Columns - Standard & Special
We have illustrated a selection of columns from our standard range. Variant and 
special versions can also be supplied to your particular requirements.

Whether you require banners, hanging baskets, luminaires on multiple or staggered-
height brackets, festoon lighting, festive decorations, signs or pretty much anything 
else for that matter, we will work with you to supply the right column to meet the
challenge set.

If you have the need for something special, please contact Customer Services on 
01992 474600 or email customerservices@dwwindsor.co.uk

Columns

Milano on 5m Tapered Stainless Steel column
St Marys Axe, ‘The Gherkin’, London
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answers@dwwindsor.co.ukFor the relevant root and flange installation details for the columns illustrated on this page please see pages 170-171

Large Oxford 
10m
8m
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Tapered Wood
(Milano)

5m

Tapered Wood
(Mahattan)

6m

Curved Aluminium 1
(Evora)

6m

Curved Aluminium 2
(Rio)
6m

Manhattan on 5m Tapered Wood column
Chester Station
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Curved Aluminium 3
(Monaro)

5m

Curved Aluminium 4
(Rio)
8m
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Our timber columns are available in a range of colours:

Wood finishes

NEW

ColumnsColumns - Special
In addition to our standard column range, our Special collection of timber and shaped
aluminium columns are available in a number of standard heights, profiles and finishes,
offering the very latest in modern design.

Perhaps more importantly the products on this page tackle the increasingly vital issue of
sustainability. The timber used in the production of our wooden columns comes from forests
that are PEFC certified (Programme for the Endorsement of Forest Certification) which promotes
sustainable forest management. For each tree cut down for the manufacture of our columns,
two more are planted. Please visit www.pefc.org for more information. Furthermore, any
treatments and finishes applied to the timber are environmentally assured to ensure the
products can be recycled at the end of their life. Our aluminium columns are made from
95% recycled material, are 100% recyclable and are carbon neutral through highly efficient
manufacturing and a compensation scheme that funds a third-world sustainable project.

Please contact Customer Services on 01992 474600 or email customerservies@dwwindsor.co.uk
to discuss your requirements or for further information.

Steel elements (powder coating)



9m

10m

8m

7m

6m

5m

4m

3m

2m

1m

� Columns are generally
manufactured in steel

� Tapered columns are also
available in aluminium and
stainless steel

� Tubular columns are also
available in aluminium

� All columns are available with 
root or flange plate

� Raising and lowering columns
are available, including Oxford,
Telford and kitted columns. 
See pages 172-173

� Columns with double door
bases are available to order

� All Newcastle, Norwich and
Oxford columns and Chester,
Cardiff and Cambridge
columns up to 6m mounting
height are available with or
without ladder bars

� Column brackets are
manufactured with a male
spigot as standard for
mounting onto plain top
columns. Other spigot
arrangements available on
request

� Columns and brackets are hot
dip galvanised to EN ISO 1461,
T-washed and primed in a grey
high build zinc phosphate
epoxy primer

� Grey micaceous iron oxide
primer finish available to order

� G2a & G2b finishes are
available to order

� Polysiloxane paint system
available to order

� Columns and brackets can be
supplied fully painted in any
standard RAL colour and are
offered in a choice of paint
systems suited to standard
applications or more
aggressive environments such
as industrial or coastal areas

� Galvanising is an extremely robust
industrial protective coating which, as a
result of its application process, may
leave some visible surface irregularities

Column Technical Details

Phoenix on 6m Tapered Steel column, with Spike finial
City of Sunderland College & St. Peters Sixth Form
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Specifying light source and column heights
When specifying a column, you only need to advise us of the height at which 
you require the light source for the desired lighting distribution and not the 
actual column height.

We will ensure that the chosen models of column and/or bracket are accurately
configured to position the light source where it needs to be. This means that in 
most cases the actual column height will be different to the chosen height of 
the light source.
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Standard tubular steel columns

Typical Flange Plate Details

Oxford, Norwich & 
Cambridge columns up to 6m

Nominal Dimensions (mm)
Column Height ØA B C D E
4m 139 260 200 15 22 x 38 283pcd
5m 139 260 200 15 22 x 38 283pcd
6m 139 260 200 15 22 x 38 283pcd
8m 193 420 300 20 29 x 64 424pcd
10m 193 420 300 25 29 x 64 424pcd
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Oxford, Norwich & 
Cambridge columns up to 6m

Standard tubular steel columns

Nominal Root Details

Nominal Dimensions (mm)
Column Height A ØB
5m 800 139
6m 1000 139
8m 1200 193
10m 1500 193




