
Step 1

Kirium Pro 3 Tether Installation

Loop tether in to Kirium Pro 3  as shown and then pass end connector (A) through looped end (B) of tether 
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Step 1
Loosen and remove pre-attached 2x M10 screws and 4x disc spring 
washers from lantern with 6mm allen key.

Step 2
Fit entry to lantern with supplied fasteners, tightening to 36Nm torque. 4x 
Disc spring washers must be installed in the correct orientation.

Step 3
Undo quick-release side latches, and leave latches in open position.

Step 5
Loosen cable gland cap within base and feed through cable tail.

Step 4
Pivot lift-off head 45° away from base and remove. Store lift-off head in 
safe area during base installation.

Note! Ensure entry is aligned to desired mounting angle.

Step 6
Wire cable to electrical disconnect with Philips Head Screwdriver. Tighten 
gland cap to 6Nm to ensure IP sealing is maintained.
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Kirium Pro Installation Steps | Post Top Entry

The Kirium Pro Range

LED Road Light
Kirium Pro 1, 2 and 3

Step 2
Attach attach Arm Bracket (C) to arm and attached End Connector (A) to it secured with Shakeproof x 2 washers
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Step 2
Fit entry to lantern with supplied fasteners, tightening to 36Nm torque. 4x 
Disc spring washers must be installed in the correct orientation.

Step 4
Pivot lift-off head 45° away from base and remove. Store lift-off head in 
safe area during base installation.

Note! Ensure entry is aligned to desired mounting angle.

Step 6
Wire cable to electrical disconnect with Philips Head Screwdriver. Tighten 
gland cap to 6Nm to ensure IP sealing is maintained.
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AB

A

B

C

Loop over

Shakeproof - End Connector - Shakeproof - Bolt

Orientation of socket must be at 90 degrees

Loop through

Secure torque
10Nm

Tether must be 
attached at 180 degrees

Secure torque
10Nm
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Step 2
Attach attach Arm Bracket (C) to arm and attached End Connector (A) to it secured with Shakeproof x 2 washers
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Step 2
Fit entry to lantern with supplied fasteners, tightening to 36Nm torque. 4x 
Disc spring washers must be installed in the correct orientation.

Step 4
Pivot lift-off head 45° away from base and remove. Store lift-off head in 
safe area during base installation.

Note! Ensure entry is aligned to desired mounting angle.

Step 6
Wire cable to electrical disconnect with Philips Head Screwdriver. Tighten 
gland cap to 6Nm to ensure IP sealing is maintained.
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