PULSAR

LuxEOS Flood 18 viviD COLOUR

LED FLOOD FOR ARCHITECTURAL LIGHTING
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)

Intensities at Distance with native 10° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
4208 Ix
i)
65;7"@(/, [ \\
11688 Ix "/ \ HR s
o f
Lux* 26298 Ix I\ {' N. f’ \
105191 Ix 71\ [ \
10° 7T [
mﬁ(}f — ( ) E Beam center | ‘
— \ |
Al AR \yl JI \ J
9773 fed |/ ] | |
Footcandles* 2443 fod —— ~——xx,,\\; / \ ;’P | )!
— \ |
*measured at 1 086 de i ‘\‘/j—,;;; ~ \ J‘,
center of beam 611 fcd """‘\—JL//
391 fcd
Beam width (metre) 0.2 m 04m 0.6m 0.7m 09m
Beam width (feet) 0.6 ft 1.2 ft 1.8 ft 2.4 ft 3 ft

Beam intensities from 1-20m
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im 2m 3m l 4m 5m 6m Tm 8m 8m | 10m 11m 12m 13m 14m i 15m 16m 17m 18m 19m 20m
33f | 66ft | 9.8ft 1 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1t 39.4ft | 42.7ft 45.0ft | 49.2ft 52.5ft | 55.8ft | 59.1ft | 62.3ft 65.6ft
105191, 26298ix 116880 | 6574 | 4208 | 2922 | 2147, | 16441 | 1299 | 1052i | 869w | 730w | 622 | 537w | 468w | 411x | 364k | 325w | 291k | 263
97725 | 2443 11c 10858 | 610.8kc | 3909k | 27156 | 1994 | 15276 | 1206 | 97.7kc | 808 | 670 | 578 | 499 | 434 | 82 | W8 | 02 | 274k | 244k
Intensities in 0° c-plane

o | 2° ' 3° 4° 5° &° 7 & | & 10° 11° 127 | 187 14° | 15° 16 | 4 18° 19°
108K | 103K | 98K ‘ 88K | 74K | B8K | 42K | 28K | 18K | 12K | 8K 8K 4K 4K 3K 3K 2K 2K 1K 1K
100% | 968% | 93% ‘ 83% | 70% | 55% | 40% | 27% | 17% | 1% | 7% 5% | 4% 4% 3% 3% \ 2% 2% 1% 1%
Intensities in 90° c-plane

0° 1° 20 j g8 4° 5° 6° 7 & 9° 10° 11° 12° 13° 14° 15° ‘ 16° 172 | =18t 19°
105K | 103K | 98K ‘ 88K | 74K | 58K | 42K | 28K | 18K | 12K | 8K 6K 4K 4K 3K 3K | 2K 2K 1K 1K
100% | 98% | 93% | 83% | 70% | 55% | 40% | 27% | 17% | 1% | % 5% | 4% 4% | 3% 3% \ 2% 2% 1% 1%

_Intensities in 180° c-plane )

| BT i 3° 4° 5 | & 7° 8 g° 10° 11° 122 13t | 14 15° ‘ 16° 17° 18° 19°
105K | 103K | 98K | BBK | 74K | 58K | 42K | 28K | 18K | 12K | 8K 6K 4K aK 3K 3K | 2K 2K 1K 1K
100% | 98% | 93% | 83% | 70% | 55% | 40% | 27% | 17% | 11% | 7% 5% | 4% 4% 3% 3% \ 2% 2% 1% 1%

_Intensities in 270° c-plane ) ) ) ‘ ) ‘ )

o 1t 2° 3 4° 5° &° i 8 | g 10° 11° 12° 13° | 14° 15° ‘ 167 | 17 18° 19°
105K | 103K | 98K | 88K | 74K | 58K | 42K | 28K | 18K | 12K | 8K 8K 4K 4K 3K 3K | 2K 2K 1K 1K
100% | 98% | 93% | B3% | 70% | 55% | 40% | 27% | 17%  11% | 7% 5% | 4% 4% 3% 3% [ 2% 2% 1% 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
10.6° 18.4° 30° 98.8% 97.7%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 20° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
1467 Ix
2292 lx 1)\
TN [
4075 Ix "\ \

Lux* ijlx/’/{/\ '; \i f 1
‘ [

36672 1x ]} il |
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20° =715 |
_— ( , \J i | | Beamcenter | |
3407 fed |/ L[] \
Footcandles* S fod |

ootcandles 852 fcd — \/ \ ;f \g j
*measured at 379fed "\—\JL o \ /

center of beam 213fed —\,‘L/

136 fcd

Beam width (metre) 0.3 m 0.6m 09m 1.2m 1.5m
Beam width (feet) 1 ft 1.9 ft 2.9 ft 3.9 ft 4.8 ft

Beam intensities from 1-20m
im | 2m 3m 4m 5m 6m 7m 8m gm | 10m | 1im | 12m ‘ 13m  14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 66ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft ‘ 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft K 62.3ft | 65.6ft

36672 | 9168 | 4O7Sx | 2202 | 146Tu | 1019 | Tadx | SO | 453x | 367 | 303w | 285k | 217 | 1e7w | 163 | 143k | 127k | 13w | 102 | o2

34071 851.7{:73?8,6& 21290 | 1363/c | 946k | 695 | 532, | 421%c | 341 | 2821 | 23Tk ‘ 202fc | 174 | 151 | 133 | 1.8 | 105k 9.4ic 8.5

Intensities in 0° c-plane : : : : : : :
¥ [ 27 [« [ €[ 7 [& [ [i|1w|[az]w]|w@]|w % w1 e

36.?K7 36.4K | 35.3K | 335K | 31.2K | 2B.5K | 25.5K | 225K | 19.4K | 16.6K 13.9K”11.6K’ 95K 78K | 83K | 51K | 41K | 33K | 27K | 22K

100% | 99% | 96% | 91% | 85% | 78% | 70% | ©1% | 53% | 45% | 38% 32%‘26%-21%.17%-14% 1% | 9% | 7% | &%

Intensities in 90° c-plane ) ) ) ) ) ) ) ) o )
0° 1" 2° 3* 4 5° 6° 72 8 or | d0¥ | Aae | H2Y | 43% | 42 | 45 | qe | a7 | a8t | 40
36.7K | 36.4K | 35.3K | 33.5K | 31.2K | 28.5K | 255K | 22.5K | 19.4K | 16.6K | 139K | 116K | 95K = 7.8K | 63K | 51K | 41K | 33K @ 27K | 22K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%

_Intensities in 180° c-plane ) ) ) ) ) )
ol I 20 ¥ 4° 5° & 7 | @ | | aon | ane | Az | a8 | ar | st | 1 | e | e | e
36.7K | 36.4K | 353K | 33.5K | 81.2K | 28.5K | 255K | 225K | 19.4K | 16.6K | 139K | 11.6K | 95K | 78K | 63K | 51K | 41K | 33K 27K | 22K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26%  21% | 17% | 14% | 1% | 9% | 7% | 6%

_Intensities in 270° c-plane . . : : : . : -
o 1° - 37 4° 5 6° 7 &° 9° ey 11° 12 13° \ 14° 157 16° 17° 18° 18°

36.7K | 36.4K | 35.3K | 33.5K | 31.2K | 28.5K | 255K | 225K | 19.4K | 16.6K | 139K | 11.6K | 95K | 7.8K | 63K | 51K | 41K | 33K | 27K | 2.2K

100% | 98% | 96% | 91% | 85% | 78% | 70% | €1% | 53% | 45% | 38% | 32% | 26% | 21% 17% 14% 11% 9% 7% [ 6%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
16.8° 33.1° 47.6° 97.0% 94.9%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 30f16




PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 40° Optics

)
I
o
Distance (metre) 1m 2m 3m 4m 5m Z
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
288 Ix ﬂ
/7\‘
450 1x__mmgi\ =
801 Ix 4////;[\‘\ / N\ (T\
Lux* 1802 Ix = i f’ 1
_ \ [ ]
T b (x “. [ ) ,
—*".’/ [ \ | Beam center | >
= | T | =
B deg hl | ) >
670fcd o\ L[] |
Footcandles*® 167?(5&\“*' =3 \\v/ \ f \ I
*measured at 74 de o 1\\*\4\,&& \ ,
center of beam 42 fcd‘r;\';"“‘x— \ //
—A
27 fcd
Beam width (metre) 0.8 m 1.5m 23m 3.1m 39m
Beam width (feet) 2.6 ft 5.1 ft 7.6 ft 10.1 ft 12.7 ft

Beam intensities from 1-20m
im | 2m 3m 4m 5m 6m 7m 8m gm | 10m | 1im | 12m ‘ 13m  14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 66ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft ‘ 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft K 62.3ft | 65.6ft

7207 | 1802x | 8Ot | 450x | 28K | 200w | 147w | 113x | B9k | 72 | 60x | SOx | 4% | 37k | G2x | 28k | 26w | 2x | 20x | fx

669.51c | 167.41c | T44rc | 41.8c | 26.81c 186 | 13.7rc 10.5tc 831 6.7 5.56 4.6fc ‘ dfe 345 31c 286fc 231 211 1.9 1.7

Intensities in 0°c-plane I . A
0° ‘ 2 4° 6° 8° 10° 12° 14° 16” 18° 20° 22° ‘ 24° 26° 28° 30° 32° 34 36° 38°

T207 | 7178 | 7079 | 6916 | 66B1 | 6376 | 5998 | 5551 | 5047 | 4489 | 3929 | 3365 ’ 2831 2352 | 1940 1597 | 1316 1086 @ 898 743

100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 15% | 12% | 10%

Intensities in 90° c-plane ) ) ) ) ) ) ) ) ) ) )
o 2° 4° &° 8° f0° [ 42e | 44 | 8% | ds® | 20v | 22° | 24° | 26" | 26° | 30° | ‘32 | 34° | 36 | -38°
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5998 | 5551 | 5047 | 4499 | 3928 | 3365 | 2831 & 2352 | 1940 | 1597 | 1316 | 1086 @898 | 743
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 15% | 12% | 10%

_Intensities in 180° c-plane ) ) ) ) ) )
o [Tz 4 8 80 | 107 | 120 | 44> | 8™ | a8t | 20v | 220 | 24 | 260 | 28 | @0 | ez | a4 | 30 | @
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5008 | 5551 | 5047 | 4499 | 3920 | 3365 | 2831 | 2352 | 1940 | 1597 | 1316 | 1086 | 898 | 743
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 30% | 33% | 27% | 22% | 18% | 15% | 12% | 10%

_Intensities in 270° c-plane . . : : : . : -
o | 2 | @ | & | & | oo | a2 | 14 | 1 | Bt | 20v | 220 | 2a® | 2ef | zee | @n | B2 | Be | ze | s
7207 | 7178 | 7079 | 6916 | 6681 | 6376 | 5098 | 5551 | 5047 | 4499 | 3¢29 | 3365 | 2831 | 2352 | 1940 | 1597 | 1316 | 1086 | 898 | 743

100% | 100% | 98% | 96% | 93% | 8B% B3% | 77% | 70% | 62% | 55% | 47% | 39% 33% | 27% | 22% 18% 15% 12% 10%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
42.3° 76.6° 105.5° 96.7% 90.9%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 40f 16




PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 80° Optics

Distance (metre) m 2m 3m 4m 5m Z
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
118 Ix I
185 Ix =i
°P [\ X
328 Ix 4,//// \ | \.\ m
7 = H \
Lux* w // \ {' N. f’ l
|
2954 x| | | O
7 |
il |\ f >
m(') [ ( ) | Beam center | ‘
e \ [ \ I
A \rl J| | \ J >
274fcd | ] | \
* = = |
Footcandles 69 fcd —_\|/ \ ;'» | )!
s | |
*measured at 30jfed o AJ"\ \N J‘f
center of beam 17 fcd T —\L//
11 fcd
Beam width (metre) 1.6 m 3.2m 4.8m 6.3 m 79m
Beam width (feet) 5.2 ft 10.5 ft 15.5 ft 20.8 ft 26 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m Tm 8m 8m | 10m 11m 12m 13m 14m i 15m 16m 17m 18m 19m 20m
3.3ft | 66ft | 98ft | 134t | 16.4ft 197t | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft 39.4ft | 42.7ft 45.9M | 49.2ft | 52.5ft  55.8ft | 59.1ft | 62.3ft | 65.6M
2054 | 738x | 328 | 185k | 118w | 82x | 60w | 46k | 36k | B0k | 20k | 20k | A7 | 18k | 13k | 12x | 0x | 9x | 8x | 7k
244t | 686 | 305 | 1726 | 1M | 766 | 566 | 43k | 34 | 27 | 236 | 19 | 166 | 14k | 12c | 11 | 0% | 08k | 08k | 07
Intensities in 0° c-plane
o | & 10° | 15° | 20° | 25* [ sp® | a3s* | 40% | 45° | 50v | 55¢ | epr | ‘85% | 7o° | 7s® | ‘sor | ‘e5° | eo® | ‘@57
2054 | 2856 | 2721 | 2693 | 2664 | 2538 | 2253 | 1808 | 1325 | 885 | 533 | 308 | 184 117 | 75 46 23 7 2 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% | 1% | 0% | 0% | 0%
Intensities in 90° c-plane
0° 5° 10° j 15° | 20° | 25° | 30° | 35° | 40° | 46° | 60° | 85° | €0° | 65 | 70° | 75° | 80° | 85° | o° | o5°
2954 | 2856 | 2721 ‘ 2603 | 2664 | 2538 | 2253 | 1808 | 1325 | 885 | 533 | 308 | 184 117 | 75 46 | 23 7 2 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% 4% | 3% | 2% | 1% | 0% | 0% | 0%
_Intensities in 180° c-plane
o | & | 10° | 15 | 20° | 25° | S0 | 35* | 40> | 45° | s0* | s5° | €0° | e5* | 70° | 75 | 80" | 85° | e0° | 95°
2054 | 2856 | 2721 | 2693 | 2664 | 2538 | 2253 | 1808 | 1325 | 885 | 533 | 308 | 184 117 | 75 46 | 23 7 2 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% \ 1% | 0% | 0% | 0%
_Intensities in 270° c-plane ‘ ‘
0° 5° 10° | 15° | 20° | 25° | 30° | 35" | 40> | 45* | 50~ | s5° | ‘eo® | es | 70° | 75" ‘ s0° | 85 | go° | o95°
2054 | 2856 | 2721 | 2693 | 2664 | 2538 | 2253 | 1808 | 1325 | 885 | 533 | 308 | 184 117 | 75 46 | 23 7 2 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% @ 4% | 3% | 2% [ 1% | 0% | 0% | 0%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
76.8° 110.8° 140.5° 95.0% 82.4%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX

www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Intensities at Distance with 10x60° & 60x10° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
706 Ix

1103 Ix__—7/1\

TN [

1960 Ix__—/\ \

Lux* ﬁj‘llx/’/{/\ '; \i f 1
‘ [

17644 bx_—==1\ il |

-
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|
o
<
rm
—
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M
>
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7T
—— ( \J i | | Beam center | \
1689 fed | .Z I’, f \
Footcandles* 410 fcd ;,;,,\‘5/ \ ;f l j
L, = / H
*measured at 182 fed o "\—\JL . \ /
center of beam 102 fcd —\,;L/
66 fcd
Beam width (metre) 0.5 m 0.9m 1.4 m 1.8m 2.3m
Beam width (feet) 1.5ft 3ft 4.4 ft 5.9 ft 7.4 ft

Beam intensities from 1-20m
im | 2m 3m 4m 5m 6m 7m 8m gm | 10m | 1im | 12m ‘ 13m  14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 66ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft ‘ 427t | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft

17644 | 4411 | 1060 | 1103x | 706w | 490 | 360x | 276x | 218w | 176w | 46k | 123k | 104k | S0x | 7 | 6Ok | Glx | Sdx | 4 | 44

16392k | 409.81c | 182.11c | 102.4fc | 656fc | 455k | 335k | 256k | 202 1641 | 1356 | 11.4c ‘ 8.7 B.4fc 7.31c BG.dfc 5.7 5.1 4.51c 4.1

Intensities in 0°c-plane I . A
0° ‘ 2 4° 6° 8° 10° 12° 14° 16” 18° 20° 22° ! 24" 26° 28° 30° 32° 34 36° 38°

17.6K | 16.5K | 16.4K | 16.2K | 16.0K | 157K | 154K | 15.0K | 14.5K | 13.9K | 13.1K 12.2K’11.0K 97K | B4K | 71K | 58K | 47K 37K | 28K
100% | 94% | 93% | 92% | 91% | 89% B7% | 85% | 82% | 79% T4% | 69% ‘ 62% | 55% | 48% | 40% | 33% | 27% | 21% 16%

Intensities in 90° c-plane ) ) ) ) ) ) ) ) ) ) )
o 2° 4° &° 8° fo° [ 42e | 44 | 8% | ds® | 20v | 22° | 24° | 26" | 28° | 30° | ‘32 | 34° | 36 | -38°
17.6K | 17.4K | 129K | 78K | 42K | 25K | 1.7K | 12K | 08K | 06K | 04K | 03K | 03K # 02K | 02K | 02K | 01K | 01K | 01K | 0.1K
100% | 99% | 73% | 44% | 24% | 14% | 9% | 7% | 5% 3% | 3% | 2% | 2% 1% | 1% 1% | 1% 1% 1% 1%

_Intensities in 180° c-plane ) ) ) ) ) )

o [Tz 4 8 80 | 107 | 120 | 44> | 8™ | asr | 20v | 220 | 24 | 260 | 28 | @0 | ez | a4 | 3 | @
17.6K | 16.5K | 16.4K | 16.2K | 16.0K | 157K | 154K | 15.0K | 145K | 13.9K | 131K | 122K | 11.0K | 97K | 84K | 7.1K | 58K | 47K | 37K | 28K
100% | 94% | 93% | 92% | O1% | 89% | 87% | B5% | 82% | 79% | 74% | 69% | 62% | 55% | 48% | 40% | 3%% | 27% | 21% | 16%

_Intensities in 270° c-plane S N :

o | 2 | @ | & | & | oo | a2 | 14 | 1 | Bt | 20v | 220 | 2a® | 2ef | zee | @n | B2 | Be | ze | s
176K | 174K | 129K | 7.8K | 42K | 26K | 17K | 12K | 08K | 06K | 04K | 03K | 03K | 02K | 02K | 02K | 01K | 01K | 0K | 0.1K
100% | 99% | 73% | 44% | 24% | 14% | 9% | 7% | 5% | 3% | 3% | 2% | 2% | 1% | 1% | 1% | 1% | 1% | 1% | 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
25.5° 45.7° 66.1° 97.5% 94.0%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 60f16




PULSAR

LUXEOS Flood 18 - RGBW (5700K)
ISO Candela & ISO Lux diagrams with 10° Optics

ISO candela diagram

90°
10% 10519 cd

75° ' —— 20% 21038cd

- 30% 31557 cd
————— 40% 42076 cd
45° — 50% 52595cd
60% 63114 cd
70% 73634 cd

60°

30°

-
I
O
|
o
<
rm
—
==
M
>
>

Bl15° — 80% 84153 cd
()]
S 90% 94672 cd
© |0°
[&]
2
(V)
=>|-15° Conditions:
00 Number of c-planes: 72
Candela at center: 105191 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 3161Ix
am 13.1f 5% 526Ix
10% 105 Ix
3m 9.8f ' 30% 3161x
50% 526 Ix
2m 6.6f
im 3.3f
om of Conditions:
Number of c-planes: 72
-im 8.5 Lux at center: 1052 Ix
-2m ) -6.6f
_Bm —98f
Lux distribution on a surface
_Am 13.1f when lamp is mounted at 10
meters from the surface.
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 70f 16




PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
ISO Candela & ISO Lux diagrams with 20° Optics

ISO candela diagram

-
I
O
|
o
<
rm
—
==
M
>
>

90°
10% 3667 cd
75° ——— 20% 7334cd
50° - 30% 11002 cd
—— 40% 14669cd
45° — 50% 18336 cd
60% 22003 cd
30°
70% 25670 cd
Bl15° 80% 29338 cd
()]
S 90% 33005 cd
© |0°
Q
=
(V]
=>|-15° Conditions:
0 Number of c-planes: 72
Candela at center: 36672 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 1101Ix
am ’ < 13.1f 5% 183 1Ix
- 10% 36.7 Ix
3m 9.8f " 30% 1101x
50% 183 Ix
2m 6.6f
im 3.3f
Om of Conditions:
Number of c-planes: 72
-im 3.5 Lux at center: 367 Ix
-2m -6.6f
-3m -9 8f
- Lux distribution on a surface
_Am i 13.1f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)

ISO Candela & ISO Lux diagrams with 40° Optics

ISO candela diagram
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90°
10% 721cd
75° 20% 1441 cd
ey 0,
60° 30% 2162cd
*************************** 40% 2883 cd
45° 50% 3603 cd
60% 4324 cd
30°
70% 5045cd
8l15° 80% 5765 cd
()]
G 90% 6486 cd
w©|0°
[&]
£
(0]
>|-15° Conditions:
30° Number of c-planes; 72
Candela at center: 7207 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 2.161x
12m 39 4f 5% 3.60 Ix
PEm——— 10% 7.21 Ix
om ) ™ 29 5f T 30% 216K
50% 36.0 Ix
6m 19.7f
3m 9.8f
Oom ( of Conditions:
\ Number of c-planes: 72
~9m 0.8 Lux at center: 72.1 Ix
-6m -19.7f
//
-9m ~_ | -29.5f
Lux distribution on a surface
12m -39 4f when lamp is mounted at 10
meters from the surface.
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
ISO Candela & ISO Lux diagrams with 80° Optics

ISO candela diagram
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90°
10% 295cd
75° ——— 20% 591cd
- 0,
50° 30% 886 cd
......................... - 400/0 1181 Cd
45° 50% 1477 cd
60% 1772cd
30°
70% 2068 cd
Bl15° 80% 2363 cd
(o))
S 90% 2658 cd
w|0°
O
£
(0]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 2954 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
30m 98.4f
3% 0.886 Ix
24m 78.7f 8% ‘LAb
, _ 10% 2.95 Ix
18m ' S ~ 59.1f 30% 8.86 Ix
e 50% 14.8 1
12m / 39.4f
/
\
6m \\ 19.7f
Om /’ of Conditions:
Number of c-planes: 72
-6m / / -19.7f Lux at center: 29.5 Ix
-12m / -39.4f
Pg
\ e
~_ //
-18m B -59.1f
Lux distribution on a surface
24m _78.7f when lamp is mounted at 10
meters from the surface.
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
ISO Candela & ISO Lux diagrams with 10x60° & 60x10° Optics

ISO candela diagram

90°
10% 1764 cd

75" ——— 20% 3529cd

- 30% 5293 cd
———— 40% 7058 cd
45° —— 50% 8822cd
60% 10586 cd
70% 12351 cd

60°

30°
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Bl15° — 80% 14115cd
=3 e —— .
c 90% 15880 cd
w©|0°
[&]
£
(0]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 17644 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 529Ix
12m 39.4f By ==
10% 17.6 Ix
9m 29 5f T 30%  52.91x
50% 88.2Ix
6m 19.7f
3m 9.8f
om of Conditions:
: Number of c-planes: 72
-3m -9.8f Lux at center: 176 Ix
-6m -19.7f
-9m -29.5f
Lux distribution on a surface
12m -39 4f when lamp is mounted at 10
meters from the surface.
DW Windsor
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) E
Colormetrics RGCBW

Spectra Total Lumen Output (Native) : 4778 Im
Efficacy : 39.81 Im/W

Voltage : 240V

Supply Power : 120W

Supply Power Factor : 0.97

CIE 1931 CIE 1931 Zoom
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PULSAR

LUXEOS Flood 18 - RGBW (5700K) n
Colormetrics RED

Spectra Red Lumen Output : 1054 Im
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CIE 1931 CIE 1931 Zoom

:In/a
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Colormetrics GREEN

Spectra Green Lumen Output : 1618 Im

vivad DId1dWOLOHd

CIE 1931 CIE 1931 Zoom

)
&

DW Windsor

Pindar Road, Hoddesdon, EN11 0DX
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PULSAR

LUXEOS Flood 18 - RGBW (5700K)
Colormetrics BLUE

Spectra

Blue Lumen Output : 356 Im

CIE 1931

CIE 1931 Zoom

2%0

Auv: n/a

vivad DId1dWOLOHd
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PULSAR

o)
LUXEOS Flood 18 - RGBW (5700K) L
Colormetrics WHITE 5700K C_DI
Spect! White 5700K L e) 2902 | O
ectra ite umen utput: m
. CRI: 90 ¥ Z
m
—
X
M
O
>
| 200 450 NNSUNNNNRRRNNNNNN0 650 700 750 800 | —
P
CIE 1931 CIE 1931 Zoom

Should further photometric variations be required, please contact our Head Office.
As part of our commitment to continuous improvement PULSAR may change the specifications of its products without prior notification or public announcement.
All descriptions, illustrations, drawings and specifications in this publication present only general particulars and shall not form part of any contract.
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