PULSAR
LuxEOS Flood 36 TUNABLE WHITE E

LED FLOOD FOR ARCHITECTURAL LIGHTING

LUXEOS Flood 36 - TW (1700-5700K)
10° 20° 40° 80° 10x60° 60x10°

Tested By

DW Windsor Group Laboratory
Hoddesdon

UK

Date
Nov 2020

Dimensions
443mm (H) x 420mm (W) x 230mm (D) (including yoke)

v1iva DId1dWO10OHd

Weight
23 kgs (50.71bs)

Polar Distribution

10° Conical Beam (Native) 20° Conical Beam (with HBS) 40° Conical Beam (With HBS)
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135 7\ e/ 38
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80° Conical Beam (With HBS) 10x60° / 60x10° Elliptical Beam (with HBS)
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150 150
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
Intensities at Distance with native 10° Optics

O
L
o
Distance (metre) m 2m 3m 4m 5m Z
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft Mm
12406 Ix —
i)

19384 i1\ o)
34461 x| [ A

Lux* ,/ \ / \ f’ \l
310149 | 5 [ O

!
= /'f( [( Beam center >
“O=__1)) | | T =
\\k‘"\r\,‘;\‘ |\ ;I ‘ l } >
28814 fed 1}/ |/ . N
Footcandles™ 7203 fed \/ \ ;f | ;’
o — | k
*measured at 3202 fed ;*}\J = \ /
center of beam 1801 fcd — “"'\\,L/
1153 fcd
Beam width (metre) 0.2 m 04m 0.6m 0.8m 1m
Beam width (feet) 0.7 ft 1.3 1t 1.9ft 2.6 ft 3.2 ft

Beam intensities from 1-20m
im ‘ 2m 3m 4m 5m 6m Tm 8m 8m | 10m 11m 12m 13m 14m\15m 16m 17m 18m 19m 20m

33t | 66R | 98ft | 13.1ft | 16.4ft | 19.7f | 23ft | 26.2tt | 2050 | 32.8ft | 361t | 30.4f | 427ht | 45.9R | 49.2f | 525f | 558t | 59.1ft | 62.3ft | 65.6f

310140 | 77537 | 344611 | 19384 | 124061 | 8615k | 6330 | 4846k | 3820w | 3101k | 2563w | 2154ix | 1835k | 1582 | 1378ix | 1212x | 1073k | 957x | 859k | 775m

28812 8tc| 7203.5c | 3201 5tc | 1800.9%c | 115261c| 800.4tc | 588t | 45026 | 355.71c | 28B.11c | 238.1%c | 2001 | 1705 | 1476 | 128.4%c | 11266 | 99710 | 889 | 7958 | 72t

Intensities in 0° c-plane )
o° \ i 2° 3° 4° 5° 6° 7id & | @ 10 | A9 | A2 | st | 14t | 5% | 182 | 97 | 48 | 187

310K | 306K | 204K | 273K | 237K | 188K | 137K | 92K | 59K | 37K | 24K | 17K | 13K | 11K | 9K | 7K | 6K | 5K | 4K | oK
100% | 99% | 95% | 88% | 76% | 61% | 44% | 30% | 19% | 12% | 8% | 5% | 4% 3% | 3% | 2% | 2% | 2% 1% | 1%

Intensities in 90° c-plane
0° 1% 2° 3" 4° 52 6° 7 8° 9° 10% | 4% | A28 | 13t | a4 | a5t ‘ 187 | a7 | =18t | 18°
310K | 306K | 294K | 273K | 237K | 188K | 137K | 92K | 59K | 37K | 24K | 17K | 13K @ 11K | &K 7K ‘ 6K 5K 4K 3K
100% | 99% | 95% | 88% | 76% | 61% | 44% | 30% | 19% | 12% | 8% | 5% | 4% 3% | 3% | 2% | 2% | 2% | 1% | 1%

_Intensities in 180° c-plane ) ) )
0 1t 2 3 4° 5 6 77 | 8 g | 100 | e | a2 |3 | e | [ e | e | 12 | e
310K | 306K | 294K | 273K | 237K | 188K | 137K | 92K | 59K | 37K | 24K | 17K | 13K | 11K | oK | 7K | 6K | 5K | 4K | 3K
100% | 99% | 95% | 88% | 76% | 61% | 44% | 30% | 19% | 12% | 8% | S% | 4% | 3% | 3% | 2% | 2% | 2% | 1% | 1%

_Intensities in 270° c-plane ) ) ) ) ) ) ) ‘ )

0° T° 2 3 4° 5° 6 7 g | e | e || e | A | 1e | || e ‘ 18 | % | 98 | 488
310K | 306K | 204K | 273K | 237K | 188K | 137K | 92K | 59K | 37K | 24K | 17K | 13K | 11K | 9K | 7K | 6K | 5K | 4K | 3K
100% | 99% | 95% | B8% | 76% | 61% | 44% | 0% | 19% | 12% | 8% | 5% | 4% | 3% | 3% | 2% [ 2% | 2% | 1% | 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
11.3° 18.8° 29.4° 97.5% 96.0%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
Intensities at Distance with 20° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
4633 Ix
7240 Ix ]\
12847_(w///;f\,ﬂ HH ‘\N
=71% {

Lux*

/)

28958 Ix 7 [|\
115832 x —] | [

'r' \. f |

|

| | | | Beam center |
J | 1
"""***&Z\ hl |
10761 fed ——_\ / L[] |
* \"‘\\x\ \
Footcandles 2690 fed ||/ \ ;f \ HI
S | \
*measured at 1196 fcd 1\‘\4—,;,\ | /
center of beam 673 fcd —— ‘\jl/
430 fed
Beam width (metre) 0.3 m 0.6m 09m 1.2m 1.5m
Beam width (feet) 1 ft 1.9 ft 291t 3.9 ft 4.8 ft
Beam intensities from 1-20m
im | 2m 3m 4m 5m 6m 7m 8m gm | 10m | 1im | 12m ‘ 13m  14m | 15m | 16m | 17m | 18m | 19m | 20m
3.5ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7R | 23ft | 26.2ft | 20.5ft | 32.8ft | 36.1ft | 39.4ft ‘ 42,7t | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft K 62.3ft | 65.6ft
115832i| 28958 | 12870t | 7240 | 4633 | 321BK | 2364x | 1810k | 1430w | 1158 | 957 | 804x | 685 | 59k | 515k | 452x | 401k | 356w | 321 | 200x
10781 2r¢f 269034 | 1195.71c | 67261c | 430.41c | 298.9% | 2196 | 168.1%c | 1329t | 107.6% | B89k | 74.7rc ‘ 6aTic | 549k | 478 | 42 | O7.26 | 332 | 2086 | 269

Intensities in 0° c-plane
o | ¢ | 2 | > | &

¢ [ [ = [& [ e [ [r

EAEAE AR EAEIE:
BOK 81K TIK B1K 52K 44K 37K ’ 30K 25K 20K 16K 13K 10K oK 7K

113K“ 115K [ 111K | 106K . 99K

100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%
Intensities in 90° c-plane ) ) ) ) ) ) ) o )

o i 2% F 4" &° 8° il 87 9° 10° 142 12° 13° ‘ 147 15° 16° 17 18° 18°
116K | 115K | 111K | 106K | 99K | 90K | 81K | 71K | 61K | 52K | 44K | S7K | 30K | 25K & 20K | 16K | 13K | 10K | 9K | 7K
100% | 99% | 96% | ©1% | 85% | 76% | 70% | G1% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%

_Intensities in 180° c-plane
I RSN G

116K | 115K | 111K

106K | 99K

g e |7 [& | [w|[w][sz]w w1 [1® 7] e] @

90K [ 81K 71K [ 61K ' 52K ' 44K [ 37K 30K [ 25K ' 20K [ 16K 13K . 10K A oK [ 7K

100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%
_Intensities in 270° c-plane : : : : : : ‘ :

o 1# o 3 4° 5° 6 7 g | oo | 00 | wee | ez | s | a0 | s | de | i | 1w | aee

116K | 115K | 111K | 106K | 99K | 90K | 81K | 71K | 61K | 62K | 44K | 37K | 30K | 26K | 20K | 16K | 13K | 10K | oK | 7K

100% | 99% 96% 91% 85% 78% T0% 61% 53% 45% 38% 32% 26% 21% 17% 14% 11% 9% 7% [ 6%

Beam angle 50%

Field angle 10% Cutoff angle 2,5%

Intensity ratio in 120° cone

Intensity ratio in 90° cone

16.8°

33.1° 47.6° 97.0%

94.9%
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
Intensities at Distance with 40° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
911 Ix

1423 1x__—]\

i [

2509 Ix \ \

Lux*

5691 Ix —7 [}
22764 Ix /{’7\“./ " \ ' ') f
e \

-
I
O
|
o
<
rm
—
==
M
>
>

.I’ | | | Beam center |
J |
‘K;’\‘\-’\j;\r; \ |
2115 fcd o\ L[] N
* \x\\\\~;
Footcandles 529 fod \/ \ } ||
sy / H
—_ /
*measured at 235 fed "\—\1,;1 \ f
center of beam 132 fed '*——x\xz\xl/
85 ffed
Beam width (metre) 0.8 m 1.5m 23m 3.1m 39m
Beam width (feet) 2.6 ft 51 ft 7.6 ft 10.1 ft 12.7 ft
Beam intensities from 1-20m ,

im 2m 3m 4m 5m &m 7m &m gm | 10m | 1im 12m | 13m 14m | 15m | 16m | 17m | 18m  19m | 20m

3.3ft | 66ft | 98ft | 13.4ft | 16.4ft | 19.7f | 23ft | 26.2ft | 20.5ft | 32.8ft | 36.1ft | 390.4ft | 427t 45.9M1t ‘ 49.2ft | 52.5ft | 55.8ft 59.1ft | 62.3ft | 65.6ft
227641 | 5691k | 2529 | 1423w | 91w | 632 | 465k | 356 | 281w | 228K | 188w | 158k | 135k | 116k | 10T | 89 | 79x | 70w | 63w | STx
2114,sr=f 628,710 | 2356 | 132.21c | 8481 | SB7ic | 432c | 33 | 260 | 210 | 175 | 1476 | 1256 | 108k | 94k | B3k | 73c | 65c | 5%k | 53
Intensities in 0° c-plane _

0" ‘ 2% 4° 6° 8° 10° 12° 14° 16° | 18° 20° 22° 24" 26° 28° 30° 32° 34° 36° 38°
228K | 227K | 224K | 21.8K | 211K | 201K | 189K | 175K | 159K | 14.2K | 124K | 106K | 8.9K 74K 6.1K 5.0K 42K 34K 28K 23K
100% | 100% | 98% 96% 93% 88% 83% 7% T70% 62% 55% 47% ‘ 39% 33% 27% 22% 18% 15% 12% 10%
Intensities in 90° c-plane )

o ‘ 2° 47 6° 8° 10° 12° 14° 16° 18° 20° 22° 247 26° ‘ 28° 30° 32° 34° 36° 38°
228K | 227K | 224K | 21.8K | 211K | 20.1K | 189K | 17.5K | 15.9K | 142K | 124K | 108K | 89K 74K | 61K @ 50K | 42K | 34K 28K 23K
100% | 100% | 98% 96% 93% 88% 83% 7% | T0% 62% 55% | 47% 39% 33% 27% 22% 18% 15% 12% 10%

_Intensities in 180° c-plane

{1 \ 2% 4° 6° 8" 10° 12° 14° 16° 18° 20° 22° 24 26 28° 30° 32° 34° 36° 38°
228K | 227K | 224K | 218K | 21.1K | 201K | 188K | 17.5K | 159K | 14.2K | 124K | 10.8K | 8.9K 74K 6.1K 5.0K | 42K 34K 28K 23K
100% | 100% | 98% | 96% | 93% | 88% | B3% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 156% | 12% | 10%

_Intensities in 270° c-plane .

oo | 2 4° & 8° 10° 12° 14° 18° 18° 20° 299 24° 2% | 28° ag° 300 34° 26° 38
228K | 227K | 224K | 218K | 211K | 20.1K | 189K | 17.5K | 159K # 142K | 124K | 106K | 89K 74K 6.1K 50K | 42K 34K 28K 23K
100% | 100% | 98% 96% 93% 88% 83% 7% T0% 62% 55% 47% 38% 33% 27% 22% 18% 15% 12% [ 10%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
42.3° 76.6° 105.5° 96.7% 90.9%
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 36 - TW (1700-5700K) L
Intensities at Distance with 80° Optics |
Distance (metre) Tm 2m 3m 4m 5m Z
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
373 Ix I
7D
5831Ix __— / \ -
N [\ —_
1087 Ix__—" [\ \
Lux 2332 Ix 7\ ik l
; AR | f
= \
s e i | O
< o \ ; Beam center | | >
867 fcd |/ L[] |
* \"‘\\\\\ \
Footcandles 217 fed ||/ \ ;f | HI
* 96ifcd |\ \ [/
measured at Ao \ /
center of beam T \ |/
54 fcd |/
35 fcd
Beam width (metre) 1.6 m 3.2m 4.8m 6.3 m 79m
Beam width (feet) 5.2 ft 10.5 ft 15.5 ft 20.8 ft 26 ft
Beam intensities from 1-20m
im | 2m 3m 4m 5m &m 7m &m gm | 10m | 11m 12m ‘ 13m 14m | 15m | 16m | 17m | 18m  19m | 20m
3.3t | B6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 20.5ft | 32.8ft | 36.1t | 39.4ft ‘ 427t | 45.9ft i 49.2ft | 52.5ft | 55.8ft 59.1ft | 62.3ft | 65.6ft
9330w | 2332x | 1037x | 583 | 373w | 250k | 190w | 146k | 115k | 93K '7§|T'7s'éfrs’sf | dmx | 4 | 36w | a2x | 20w | 26w | 2ok
866.81c | 216,71 | 96,31 | 542 | 34T | 244k | 1776 | 1356 | 107k | 87 | 726 | 6 ‘ Sitc | 44k | 3% | 34l | e | 276 | 24k | 226
Intensities in 0° c-plane ) )
0" ‘ §° 10° 15° 20° 25° 30° 35° 40" 45° 50° 55° ! 80" 65° 70° 75° 80 85° 90° 95°
9330 | 9022 | 8596 | 8505 | 8415 | 8016 | 7115 | 5710 | 4184 | 2794 | 1684 974 ’ 582 368 | 238 145 | 72 21 5 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | €% | 4% | 3% | 2% | 1% | 0% | 0% | 0%
Intensities in 90° c-plane ] )
0° 5° 10° | 15° | 20° | 25° | 30® | 35° | 40° | 45° | 50 | 55% | 60° | €5° | 7voo | 75° | 8o° | .85° | 90° | e5°
9330 | 9022 | 8506 | 8505 | 8415 | 8016 | 7115 | 5710 | 4184 | 2794 | 1684 | o74 | 562 | 368 | 238 | 145 | 72 21 5 0
100% | 97% | 92% | ©1% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% | 1% | 0% | 0% | 0%
_Intensities in 180° c-plane
o | & 10° 15° 20° 25 30° 35° 40° 45° 50° 55° 60" 65 70° 75° 80 85° 90° 95°
9330 | 9022 | 8596 | 8505 | B415 | BO16 | 7115 | 5710 | 4184 | 2794 | 1684 @ 974 | 582 & 368 | 238 & 145 | 72 21 5 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | B1% | 45% | 30% | 18% | 10% 6% 4% 3% 2% 1% 0% 0% 0%
_Intensities in 270° c-plane
0° 5° 10° | 15° | 20 | 25% | 30° | 35° | 40° | 45% | B0* | &° | €0 | es® | 70° | 75° | ‘80° | ‘@5 | 90 | 95°
9330 | 9022 | 8506 | 8505 | 8415 | 8016 | 7115 | 5710 | 4184 | 2794 | 1684 | O74 | 582 | 368 | 238 | 145 | 72 21 5 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% | 1% | 0% | 0% | 0%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
76.8° 110.8° 140.5° 95.0% 82.4%
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 50f15




PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
Intensities at Distance with 10x60° & 60x10° Optics

Distance (metre)
Distance (feet)

Lux*

Tm
3,3 ft

2m
6,

6 ft

3m 4m 5m
9,8 ft 13,1 ft 16,4 ft
2255 Ix
3523 Ix " /’ \
6263 Ix / [

r'ﬁ* (
) | I

Beam center

‘\
fl
]

J

-
I
O
|
o
<
rm
—
==
M
>
>

Pindar Road, Hoddesdon, EN11 ODX

www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600

— |
5287 fed i\ / |
* o \
Footcandles 1309 fcd \/ \ } |
‘7;""“'——1\7\ \ | H
*measured at 582 fed o \\/\ \ f
center of beam 327 fed —— —{L //
209 fcd
Beam width (metre) 0.5m 09m 14 m 1.8m 23m
Beam width (feet) 1.5 ft 3ft 4.4 ft 5.9 ft 7.4 ft
Beam intensities from 1-20m
im ‘ 2m 3m 4m 5m 6m Tm 8m 9m | 10m 11m 12m 13m 14m \ 15m 16m 17m 18m 19m | 20m
3.31t ‘ 66ft | os8ft | 1311 | 16. 4ﬂ 197t | 23ft | 26.2ft : 29.5ft 32. Bft 36.1ft | 39.4ft | 42.7ft 45.9ft ’ 49.2ft 52.5ft | 55.8ft | 59.1ft 62.3ft = 65.6ft
563668 | 14092 | 6263x | 3523k | 2255 | 15661 | 1150w | BB | 696w | 564 | 466k | 390w | 334w | 288k | 251k | 220x | 195k | 174 | 156 | 14im
5236.8c| 1300 2c| 5819 | 327,36 | 2095 | 14550 | 1069t | B18c | 64760 | 524k | 433k | 364fc | 3fc | 267 | 233k | 2056 | 18.4c | 162 | 1456 | 131
Intensities in 0° c-plane
0° \ 2° 4° 8° 8° 10° | 42 | 14° | des | 18 | 20° | 2~ | 24 | 287 | 28° | @s0¢ | @2 | 3¢ | 3e | @m°
56.4K | 52.9K | 525K | 51.8K | 51.1K | 50.2K | 49.2K | 47.9K | 464K | 444K | 419K | 38.8K | 35.2K  31.1K | 269K  22.7K | 18.7K A 15.0K | 11.7K | B.8K
100% | 94% | 93% | 92% 91% | 89% 87% | 85% | B82% | 79% T4% | 69% | 62% @ 55% | 48% | 40% | 33% | 27% | 21% [ 16%
Intensities in 90° c-plane
okt | 4° &° 8° 100 | 120 | 14° 16% | 18> | 20° | 22° | 24° | 26* | 28° | 30° | 32° | ‘34° | 3 | 3.
564K | 557K | 41.3K | 24.8K | 134K | 79K | 54K | 38K | 27K 19K | 14K | 11K | 09K 07K | 06K A 05K | 04K | 04K 03K | 03K
100% | 99% | 73% | 44% | 24% 14% 9% 7% 5% 3% 3% 2% 2% 1% 1% 1% 1% 1% 1% 1%
Intensities in 180° c-plane
0° 2t 4° 6° 8° 10 | 420 | 18% | 48> | 48y | =0% | 22% | 24> | 282 \ 28° | fanc | ez | a4 | @er | 3
56.4K | 52.9K | 525K | 51.8K | 51.1K | 50.2K | 49.2K | 47.9K ¢6.4K 44, 4K 41.9K | 38.8K 35.2K 31 1K 26.9K 227K | 187K | 15.0K | 11.7K | 8.8K
100% | 94% | 93% | 92% | 91% | 89% | B7% | 85% | 82% | 79% | 74% | 69% | 62% | 55% | 48% | 40% | 33% | 27% | 21% | 16%
Intensities in 270° c-plane
ol 4° & 8 10 | 72> | 14* | 16> | 18> | 20° | ‘22® | 24® | 26° | 28% | ‘sof | a2 | 84 | 3 | ;e
564K | 557K | 41.3K | 248K | 134K | 79K | 54K | 38K | 27K 19K | 14K | 11K | 09K 07K | 06K @ 05K | 04K | 04K 03K | 03K
100% | 99% | 73% | 44% | 24% 14% 9% 7% 5% 3% 3% 2% 2% 1% 1% 1% 1% 1% 1% 1%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
25.5° 45.7° 66.1° 97.5% 94.0%
DW Windsor
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
ISO Candela & ISO Lux diagrams with 10° Optics

ISO candela diagram

B
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90°
10% 31015cd
75° 20% 62030 cd
50° - 30% 93045 cd
———— 40% 124060 cd
45° 50% 155075 cd
60% 186090 cd
30°
70% 217105 cd
Bl15° 80% 248120 cd
[*)]
S 90% 279135 cd
w |0°
kS
5]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 310149 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 93.0Ix
am 13.1f 5%  1551x
10% 3101x
3m 9.8f - 30% 930 Ix
50% 1851 Ix
2m ///_\ ‘ 6.6f
1m 7 3.3f
Ll \
om ] of Conditions:
( // Number of c-planes: 72
-1m -3.3f ;
\ / Lux at center: 3101 Ix
2m ‘ ' -6.6f
-3m -9.8f
Lux distribution on a surface
Am 13.1f when lamp is mounted at 10
meters from the surface.
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600

70f15




PULSAR

LUXEOS Flood 36 - TW (1700-5700K) E
ISO Candela & ISO Lux diagrams with 20° Optics

ISO candela diagram
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90°
10% 11583 cd
75° ——— 20% 23166 cd
50° ——— 30% 34750 cd
————— 40% 46333 cd
45° — 50% 57916 cd
60% 69499 cd
30°
70% 81082 cd
Bl15° — 80% 92666 cd
()]
S 90% 104249 cd
® |0°
3]
b
(0]
> |-15° Conditions:
00 Number of c-planes: 72
Candela at center: 115832 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 34.7Ix
am i — 13.1f 5% 579
10% 1161x
3m 9.8f ' 30% 347 Ix
— 50% 579Ix
2m 6.6f
im 3.3f
om of Conditions:
Number of c-planes: 72
-1m 3.3f e
Lux at center: 1158 Ix
-2m -6.6f
_3m -98f
. Lux distribution on a surface
_Am - 13.1f when lamp is mounted at 10
meters from the surface.
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)

ISO Candela & ISO Lux diagrams with 40° Optics

ISO candela diagram

O
90” Z
10% 2276 cd m
75° 20% 4553 cd 5'
5 30% 6829 cd —
* M
40% 9106 cd
45° 50% 11382cd U
60% 13658 cd >
30°
70% 15935 cd _I
1] 0,
$l1s° 80% 18211 cd >
()]
S 90% 20488 cd
w|0°
O
=
()
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 22764 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49 2f
3% 6.831Ix
12m 39.4f| 5% 11.41x
— 10% 22.8Ix
9m - \ 29 5f| 30% 68.3Ix
/ I 50% 114 Ix
- ‘
6m \ 19.7f
\
\
\ |
3m / \ 9.8f
Om / of Conditions:
/ ; Number of c-planes: 72
rIm ! -9.8f Lux at center: 228 Ix
6m -19.7f|
e
// 1
-om ~_ -29.5f
Lux distribution on a surface
“12m -39 4f| when lamp is mounted at 10
meters from the surface.
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
ISO Candela & ISO Lux diagrams with 80° Optics

ISO candela diagram

B

-
L
O
=
o
<
M
—]
=
M
>
>

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600

90°
10% 933 cd
75° 20% 1866 cd
— 0,
50° 30% 2799 cd
——— 40% 3732cd
45° 50% 4665 cd
60% 5598 cd
30°
70% 6531 cd
B|15° 80% 7464 cd
()]
. 90% 8397 cd
w©|0°
[&]
£
(0]
> |-15° Conditions:
0 Number of c-planes; 72
Candela at center: 9330 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
30m 98 .4f
3% 2.80Ix
24m 78.7f | S—
10% 9.33Ix
18m T 59.1f 30% 28.01x
- 50% 46.6 Ix
12m 39.4f
\
\
6m \\ 19.7f
om /' of Conditions:
/ Number of c-planes:; 72
-6m / -19.7¢ Lux at center: 93.3 Ix
/
-12m // -39.4f
../
o
-18m B -59.1f
. Lux distribution on a surface
-24m -78.7f when lamp is mounted at 10
meters from the surface.
DW Windsor
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PULSAR

LUXEOS Flood 36 - TW (1700-5700K) E
ISO Candela & ISO Lux diagrams with 10x60° & 60x10°Optics

ISO candela diagram

90°
10% 5637 cd

75" ——— 20% 11274 cd

- 30% 16911 cd
————— 40% 22547 cd
45° —— 50% 28184cd
60% 33821 cd
70% 39458 cd

60°

30°

-
I
O
|
o
<
rm
—
==
M
>
>

Bl15° — 80% 45095 cd
=3 — .
= 90% 50732cd
w©|0°
[&]
£
(0]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 56368 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 16.9Ix
12m 39.4f g ShEe
10% 56.4 Ix
9m 29.5f T 30% 16890k
50% 282 Ix
6m 19.7f
3m 9.8f
om of Conditions:
: Number of c-planes: 72
-3m -9.8f Lux at center: 564 Ix
-6m -19.7f
-9m -29.5f
Lux distribution on a surface
12m -39 4f when lamp is mounted at 10
meters from the surface.
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 36 - TW (1700-5700K) E
Colormetrics 1700K, 2700K, 5700K (All channels on)

Total Lumen Output (Native) : 15092 Im
Efficacy : 63 Im/W

Voltage : 240V

Supply Power : 240W

Spectra

Supply Power Factor : 0.97
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PULSAR

o)
LUXEOS Flood 36 - TW (1700-5700K) E T
Colormetrics 5700K O
—
@)
Spedtra White 5700K Lumen Output : 6908 Im Z
CRI: 90
m
—
X
M
O
>
| 200 450 NNSUNNNNRRRNNNNNN0 650 700 750 800 | —
P
CIE 1931 CIE 1931 Zoom
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PULSAR

-
LUXEOS Flood 36 - TW (1700-5700K) E T
Colormetrics 2700K O
—
@)
Spectra White 2700K Lumen Output : 9180 Im Z
CRI: 80
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PULSAR

LUXEQOS Flood 36 - TW (1700-5700K)
Colormetrics 17700K

Spectra Amber 1700K Lumen Output : 4356 Im
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Should further photometric variations be required, please contact our Head Office.
As part of our commitment to continuous improvement PULSAR may change the specifications of its products without prior notification or public announcement.
All descriptions, illustrations, drawings and specifications in this publication present only general particulars and shall not form part of any contract.
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