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LED FLOOD FOR ARCHITECTURAL LIGHTING

LUXEOS Flood 9 - RGBA (1700K)
10° 20° 40° 80° 10x60° 60x10°

Tested By

DW Windsor Group Laboratory
Hoddesdon
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Date
Nov 2020

v1iva DId1dWO10OHd

Dimensions
350mm (H) x 255mm (W) x 150mm (D) (including yoke)

Weight
7.2 kgs (15.91bs)
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Intensities at Distance with native 10° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
1632 Ix
2550 Ix 1\
TN [
4583 1x "\ \

Lux*

oo i
40796 Ix_——\ i |

77 |
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' | \ | | | Beam center |
| l
"""***&Z\ hl |
3790 fcd |/ L[] |
* \"‘\\\\\ \
Footcandles 948 fcd o \// \ ;f \ HI
* 421 fed e\ \ [/
measured at o= \ /
N — \
center of beam 237 fcd —\/
152 fcd
Beam width (metre) 0.2 m 0.4 m 06m 0.8m Tm
Beam width (feet) 0.6 ft 1.3 ft 1.9 ft 2.5 ft 3.2 ft
Beam intensities from 1-20m

im | 2m 3m 4m 5m &m 7m &m gm | 10m | 11m 12m ‘ 13m 14m | 15m | 16m | 17m | 18m  19m | 20m
3.3t | B6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 20.5ft | 32.8ft | 36.1t | 39.4ft ‘ 427t | 45.9ft \ 49.2ft | 52.5ft | 55.8ft 59.1ft | 62.3ft | 65.6ft
40796 | 10199 | 4533 | 2550 | 1632x | 1133k | 833k | 637 | 504k | 408K | 397 | 283w ﬁ[ﬂ( | 208k | 181 | 159w | t4nc | 126w | 113k | 102x
3?90,1r=f 947.5 | 4211 | 236.9% | 15161 | 10531 | 7736 | 592 | 4681 | 37.9 | 33 | 263 ‘ 2241 | 193k | 168fc | 148% | 134 | 1.7k | 105k | 95k
Intensities in 0° c-plane ) ) ) )

o [ @ |2 [ o [« [& e |[r e [ [w][w][w@]w|@[®w]w7]e]w
40.8K | 402K | 384K | 351K | 30.1K | 23.8K | 174K | 11.8K | 75K 46K 29K 20K ’ 1.5K 13K 1.1K 1.0K 0.8K 07K 0.5K 04K
100% | 99% 94% 86% T4% 58% 43% 29% 18% 1% 7% 5% ‘ 4% 3% 3% 2% 2% 2% 1% 1%
Intensities in 90° c-plane ) ) ) ) ) ]

o i 2% F 4" &° 8° il 87 9° 107 142 12° 13° ‘ 147 15° 16° 17° 18° 19°
40.8K | 40.2K | 384K | 351K | 30.1K | 238K | 174K | 11.8K | 7.5K | 486K | 29K @ 20K | 15K 13K | 11K | 10K | 08K | 07K | 0.5K | 04K
100% | 99% 94% 86% T4% 58% 43% 29% | 18% 1% 7% 5% 4% 3% 3% 2% 2% 2% 1% 1%

_Intensities in 180° c-plane ) ) )

o |z e | e e 7| e | o ar|az| | e e e [ | e e
40.8K | 40.2K | 384K | 35.1K | 30.1K | 23.8K | 17.4K | 11.8K | 7.5K 46K 29K 20K 1.5K 13K 1K 1.0K 0.8K 0.7K 0.5K 04K
100% | 99% | 94% | B86% | T4% | 58% | 43% | 29% | 18% | 11% 7% 5% 4% 3% 3% 2% 2% [ 2% 1% 1%

_Intensities in 270° c-plane . . . .

o Al " ¥ 4" 5° 6° 7l 8 | g ey 11° 12 13° ‘ 14° 15° 16° 17° 18° 18°
40.8K v 402K | 384K | 351K | 30.1K | 238K | 174K | 11.8K | 75K v 4.6K 29K 20K 1.5K 13K 1.1K 10K | 08K 0.7K 0.5K 04K
100% | 99% 94% 86% T4% 58% 43% 28% 18% 11% 7% 5% 4% 3% 3% 2% 2% 2% 1% [ 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
11° 18.5° 29.3° 97.3% 95.9%
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Intensities at Distance with 20° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
595 Ix
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Lux* 3717 Ix ( \ f \
14870 Ix 5 ﬂ
|
/"TT [( Beam center
N \\’\J\l\\ | J
1381 fca\""\——\_‘,\,J;J ‘. Jl | N
Footcandles* 345 fc\d"\""\x N\A/ h ;f | !
"""\w\,,;r\% | k
*measured at 153 de ;""‘—\,:\\J;x\; N\ /
center of beam 86fcd —{,\J/
55 fed
Beam width (metre) 0.3 m 0.6m 09m 1.2m 1.5m
Beam width (feet) 1 ft 1.9 ft 2.9t 3.9 ft 4.8 ft

Beam intensities from 1-20m
im ‘ 2m 3m 4m 5m 6m Tm 8m 8m | 10m 11m 12m 13m 14m\15m 16m 17m 18m 19m 20m

33t | 66R | 98ft | 13.1ft | 16.4ft | 19.7f | 23ft | 26.2tt | 2950 | 32.8ft | 361t | 30.4R | 427ht | 45.9R | 49.2f | 525f | 55.8ft | 59.1ft | 62.3ft | 65.6f

14870x | 3717w | 1652x | 020k | 5954 | 413k | 303w | 232x | 184w | 149 | 123w | 103x | 88k | 76x | 66k | 58k | 51k | 46w | 4ix | 37k

13814ic | 345.41c | 153.5tc | BB | 553fc | 3Bdic | 2820 | 2066 | 1741 | 138 | 114 | 96 | 82 | T | 61 | S | 48c | 436 | 38k | 35

Intensities in 0° c-plane )
o° \ i 2° 3° 4° 5° 6° 7id & | @ 10 | A9 | A2 | st | 14t | 5% | 182 | 97 | 48 | 187

149K | 147K | 143K | 136K | 126K | 11.5K | 10.3K | 91K | 7.9K | 67K | 56K | 47K | 39K 34K | 25K | 24K | 17K | 13K 11K | 08K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 98% | 92% | 26%  21% | 17% | 14% | 1% | 9% | 7% | 6%

Intensities in 90° c-plane
0° 1% 2° 3" 4° 52 6° 7 8° 9° 10% | 4% | A28 | 13t | a4 | a5t ‘ 187 | a7 | =18t | 18°
14.9K | 14.7K | 14.3K | 136K | 126K | 115K | 103K | 91K | 79K | 87K | 56K | 47K | 39K @ 31K | 25K | 21K ‘ 17K | 13K | 11K | 08K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26%  21% | 17% | 14% | 1% | 9% | 7% | 6%

_Intensities in 180° c-plane ) )
0° 1° 2° 3 4° 5e 6° 7 8 9 100 | x| a2e | a8t | 94 | 80 ‘ 1 | 97 | 188 | @
14.9K | 14.7K | 14.3K | 136K | 126K | 11.5K [ 10.3K | 81K | 7.9K | 67K | 56K | 47K | 39K | 31K | 25K | 21K | 17K | 13K | 1.1K | 08K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% \ 1% | 9% | 7% | 6%

_Intensities in 270° c-plane ) ) ) ) ) ) ) ‘ )
0° T° 2 3 4° 5° 6 7 g | e | e || e | A | 1e | || e ‘ 18 | % | 98 | 488
14.9K | 14.7K | 14.3K | 136K | 126K | 11.5K | 103K | 91K | 79K | 67K | 56K | 47K | 39K | 31K | 25K | 24K | 17K | 13K @ 11K | 09K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26%  21% | 17% | 14% [ 1% | 9% | 7% | 6%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
16.8° 33.1° 47.6° 97.0% 94.9%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Intensities at Distance with 40° Optics

)
I
o
Distance (metre) 1m 2m 3m 4m 5m Z
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
117 Ix ﬂ
183 Ix/,//?‘\ -
325 Ix 4////(\\ HH ‘\N (T\
Lux* 730 Ix = i f’ 1
_ g A1
] ) | O
e ( \ x Beam center | \ >
B s _ hl | ) >
271fed | L[] |
Footcandles* 68 fed \\v/ \ f | I
\ |/ #
*measured at 30}fcd o \J; H\ ,
center of beam 17 fcd‘r;\';"“‘x— \ //
—
11 fed
Beam width (metre) 0.8 m 1.5m 23m 3.1m 39m
Beam width (feet) 2.6 ft 5.1 ft 7.6 ft 10.1 ft 12.7 ft

Beam intensities from 1-20m

im | 2m 3m 4m 5m 6m 7m 8m ém | 10m | 1im | 12m | 13m  14m | 15m | 16m | 17m | 18m | 19m | 20m
33ft | 66ft | 9.8ft | 131t | 16.4ft  19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft  39.4ft | 42.7ft 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft  62.3ft | 65.6ft
2021 | 730w | 326w | 183k | 117w | 81 | 60k | 46k | 36w | 20 | 24w | 20x | 17k | 15k | 3 | & | 10x | @x | 8x | 7w

27141 | 67.81c | 30.2rc 17fe 10,891 7.5 5.51c 4.21c Jdfe 2.7 2210 1.81c 1.6%c 1.4fc 1.21c 111 091 0.8rc 0.8 0.71c

Intensities in 0°c-plane I A

0° ‘ 2 4° 6° 8° 10° 12° 14° 16” 18° 20° 22° ! 24" 26° 28° 30° 32° 34 36° 38°
2921 2909 | 2869 | 2803 | 2708 | 2584 | 2431 | 2250 | 2046 | 1824 1593 | 1364 ’ 1148 953 786 847 533 440 364 301
100% | 100% | 98% 96% 3% 88% 83% 7% T0% 62% 55% 47% ‘ 39% 33% 27% 22% 18% 15% 12% 10%

Intensities in 90° c-plane ) ) ) ) ) ) ) ) ) ) )
0° 2% 4° 8° 8% | oo [ 420 | 14 | 48% | 4s% | 20v | 22° | 24 | 26 | 26° | 80° | ‘3 | 34° | 36 |-38°
2921 | 2909 | 2869 | 2803 | 2708 | 2584 | 2431 | 2250 | 2046 | 1824 | 1593 | 1364 | 1148 @ 953 | 786 | 647 | 533 | 440 @ 364 | 301
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 15% | 12% | 10%

_Intensities in 180° c-plane ) ) ) ) ) )
o [Tz 4 8 80 | 107 | 120 | 44> | 8™ | a8r | 20v | 220 | 24 | 260 | 28 | @0 |82 | a4 | 3 | @
2921 | 2009 | 2869 | 2803 | 2708 | 2584 | 2431 | 2250 | 2046 | 1824 | 1593 | 1364 | 1148 | 953 | 786 | 647 | 533 | 440 364 | 301
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 15% | 12% | 10%

_Intensities in 270° c-plane . . : : : . : -
o | 2 | @ | & | & | oo | a2 | 14 | 1 | Bt | 20v | 220 | 2a® | 2ef | zee | @n | B2 | Be | ze | s
2021 | 2009 | 2869 | 2803 | 2708 | 2584 | 2431 | 2250 | 2046 | 1824 | 1593 | 1364 | 1148 | ©53 | 786 | 647 | 533 | 440 | 364 | 301

100% | 100% | 98% | 96% | 93% | 8B% B3% | 77% | 70% | 62% | 55% | 47% | 39% 33% | 27% | 22% 18% 15% 12% 10%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
42.3° 76.6° 105.5° 96.7% 90.9%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Intensities at Distance with 80° Optics

Distance (metre) Tm 2m 3m 4m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft
75 Ix -
1381x 77\
. < [
Lux 209 lx I\ [l
v |
197 Ix_—"]\ [
( |
| | ) Beam center |
| | |
.\ k
o T \ [
Mifed )\ L]
. \AJ;\;\\; i\ | |
Footcandles 28fcd o\ 5& /
K"“*—»,,;xn \ | f
*measured at 12/fed o '*"——\/;,,;\
center of beam 7 fed =
Beam width (metre) 1.6 m 32m 48m 6.3m
Beam width (feet) 5.2 ft 10.5 ft 15.5 ft 20.8 ft
Beam intensities from 1-20m
im | 2m | 3m | 4m | s5m [ em | 7m | em [ om | 1om | 1m | 12m | 13m | 14m | 15m | 1em | 17m | 18m | 1om | 20m
330t | 66ft | 98ft | 134t | 164 | 1970 | 23t | 262t | 2051 | 3281 | 361t | 39.4ft | 4270 4591 | 49.21t 5251 | 55.8ft | 59.1f | 62.3ft | 65.6ft
1197 | 299w | 133 | 76 | 48w | 83k | 24w | A9 | 15k | A2k | 0w | & | 7w | 6w | &x | Sx | 4w | 4w | Sx | O
111 2!67} 27 Bic I 12.4fc Tie 4. 4fc [ 31kc 231 i 1.7 [ 1.41c [ 1.1 [ 0.9 | 0.8t 0.7t I 0.6fc [ 0.5ic | 0.4fc 0.4c I 0.3fc [ 0.3kc [ 0.3fc
Intensities in 0° c-plane
oo [ & [ 100 [ 15 [ 200 [ 250 [ 300 [ 35° [ a0 [ 45° | s0c [ 56° [ 60 [ 650 | 700 [ 750 [ e0c [ 85" | e0c | e5°
1197 | 1158 | 1103 | 1092 | 1080 | 1029 | 913 | 733 | 537 | 350 | 216 | 125 | 75 | 47 | 31 | 19 | 9 3 1 0
100% | 97% | 92% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% | 1% | 0% | 0% | 0%
Intensities in 90° c-plane
o | & [0 [ 150 [ 207 [ 250 [ 300 [ a5 | 40> [ 45" [ 5o [ 85> [ 60" [ @5 [ 700 [ 75° [ 60" | 65® [ woc [ es°
1167 | 1158 | 1103 | 1092 | 1080 | 1020 | 913 | 733 | 537 | 350 | 216 | 125 | 75 47 | 31 | 19 | 9 3 1 0
100% | 97% | 92% | 91% | 90% | B86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% | 1% | 0% | 0% | 0%
Intensities in 180° c-plane
oo | & [ 100 [ 15 [ 200 [ 25° [ 300 | 35° [ 40> | a5* | 50° | s8° [ 60° | 65° | 70° | 75 ‘ 80° | 8s° | 90° | o5°
1197 | 1158 | 1103 | 1092 | 1080 | 1020 | 913 | 733 | 537 | 359 | 216 | 125 | 75 | a7 | 31 | 19 | 9 | 3 | 1 | o
100% | O7% | 02% | 91% | 90% | 86% | 76% | 61% | 45% | 30% | 18% | 10% | 6% | 4% | 3% | 2% | 1% | 0% | 0% | 0%

Intensities in 270° c-plane
0 & 100 | 15° | 20°

1197 | 1158 | 1103 | 1092

100% | 97% | 92% | 91%

1080 |
90%

25° 30° 35°
1028 | 913
86% | 76%

733 |
61%

40° | 45° | s50° | 55°
537 | 359 | 216 | 125
45% | 30% | 18% | 10%

6s5° | 70° | 75°
75 | 47 | 31 19
8% | 4% | 3% | 2%

80° 85° 20° 95°¢

1% | 0% | 0% | 0%

Beam angle 50%

Field angle 10%

Cutoff angle 2,5%

Intensity ratio in 120° cone

Intensity ratio in 90° cone

76.8°

110.8°

140.5°

95.0%

82.4%

-
I
O
|
o
<
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—
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M
>
>

DW Windsor
Pindar Road, Hoddesdon, EN11 ODX

www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600

5of 16




PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Intensities at Distance with 10x60° & 60x10° Optics

)
€I
S
Distance (metre) 1m 2m 3m 4m 5m Z
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
289 Ix ﬂ
452 |x///’///\ -
804 Ix_ ,///"T | \\ a
Lux* 1809 Ix ]|\ i f’ |
T | ~
72351x - (; \I [ ) D
| | ) | | Beam center | >
W | | —
T Lo \yl | J >
672fcd |/ ] | |
Footcandles* 168 fC\d\ ~z__ \ /’ { / \ J[
= \ | ] \
*measured at 5 fed 77;&“"'*%!\/&,1\ \ \‘H
center of beam 42fcd J‘ //
27 fed
Beam width (metre) 0.5m 09m 14m 1.8m 23m
Beam width (feet) 1.5 ft 3 ft 4.4 ft 5.9 ft 7.4 ft

Beam intensities from 1-20m
im | 2m 3m 4m 5m 6m Tm 8m gm | 10m 11m 12m 13m 14m \ 15m 16m 17m 18m 19m 20m

331t GGt | 98 | 131 | 16.4f 197 | 23t | 2621t | 20.5ft | 32.8% | 36.1ft | 30.4ft | 4271 | 4591 | 49.2% | 52.5f | 55.8ft | 59.1% | 62.3ft | 656

72350 | 1809% | BO0dix | 452w | 289 | 201k | 148w | 113x | B9 | 72x | 60x | 50 | 43x | 37w | 32x | 28x | 25x | 22 | 20« | 18

672 m-.ﬂi 1881c | 7471 42fc | 2690 . 18.7ic I 13.Tc Vm,secb 836 | 6.71c [ 56 | 4.7 4fc [ 34t S 26fc 2.3 » 2.1 [ 1.9tc [ 1.7t

Intensities in 0° c-plane
il o 4° 8° 8° 10% | 2% | 4% | der | a8t | 20v | 22t | 24 | e | 28 | S0t | e | 34 | 38 | im8?

7235 | 6785 | 6733 | 6653 | 6554 | 6442 | 6311 | 6153 | 5955 | 5699 | 5379 | 4986 | 4518 | 3996 | 3452 | 2011 | 2395 | 1919 | 1498 | 1142
100% | 94% | 93% | 92% | O1% | 89% | 87% | 85% | B2% | 79% | T4% | 69% | 62% | 55% | 48% | 40% | 33% | 27% | 21% | 16%

Intensities in 90° c-plane
o | = 4° &° 8° 10° | d20 | 14° | 16° | 8% | 20° | 220 | 24° | 26" | 28° | 30° |

7235 | 7154 | 5300 | 3189 | 1722 | 1011 | 687 488 343 246 183 143 114 92 77 66 I 56 49 43 38

100% | 99% | 73% | 44% | 24% | 14% 9% 7% 5% 3% 3% 2% 2% 1% 1% 1% ‘ 1% 1% 1% 1%

32° 347 36° 38°

Intensities in 180° c-plane
or | 2 4° &° 8° oo [ 42> | 14 | g6 | 8> | 20% | 220 | 24> | 2% | 28° | ‘a0 ‘ a2 | a4 | @er | a8

7236 | 6785 | 6733 | 6653 | 6554 | G442 | 6311 | 6153 | 5955 | 5609 | 5370 | 4988 | 4518 | 3096 | 3452 | 2011 | 2395 | 1910 | 1498 | 1142
100% | 94% | 03% | 92% | 91% | 89% | B7% | 85% | 82% | 79% | 74% | €9% | 62% | 55% | 48% | 40% | 33% | 27% | 21% | 16%

Intensities in 270° c-plane

0 e 4° 6° 8° 100 | 42> | 14> | g6 | 18" | 200 | 220 | 24° | 260 | 280 [ ‘@so° | @2 | 84 | 36 | s
7235 | 7154 | 5300 | 3189 | 1722 | 1011 | 687 488 343 246 183 143 114 92 77 66 56 49 43 38
100% | 99% | 73% | 44% | 24% | 14% 9% 7% 5% 3% 3% 2% 2% 1% 1% 1% 1% 1% 1% 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
25.5° 45.7° 66.1° 97.5% 94.0%
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 60f16




PULSAR

LUXEOS Flood 9 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 10° Optics

ISO candela diagram

-
I
O
|
o
<
rm
—
==
M
>
>

90°
10% 4080 cd
7%° ——— 20% 8159¢cd
o 0,
50° 30% 12239 cd
- 40% 16319 cd
45° ——— 50%: 2039%cd
60% 24478 cd
30°
70% 28557 cd
Bl15° — 80% 32637 cd
g A\ —— 90% 36717 cd
® ) L
<l /)
£
(0]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 40796 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 12.2Ix
4m 13.1f| o B
10% 40.8Ix
3m 9.8f| ) ~30% 1221
50% 204 Ix
2m 6.6f|
im 3.3f)
om of Conditions:
| Number of c-planes: 72
-im R Lux at center: 408 Ix
-2m -6.6f|
-3m -9.8f|
‘ Lux distribution on a surface
-4m -13.1f| when lamp is mounted at 10
meters from the surface.
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 70f 16




PULSAR

LUXEOS Flood 9 - RGBA (1700K)

ISO Candela & ISO Lux diagrams with 20° Optics

ISO candela diagram

O
90° Z
10% 1487 cd rm
75° 20% 2974 cd 5'
B - 30% 4461 cd e
* M
— 40% 5948 ¢d
45° 50% 7435cd D
60% 8922 cd >
30°
70% 10409 cd _I
$l1s° 80% 11896 cd >
[®)]
S 90% 13383 cd
w |0°
)
5]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 14870 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 4.46 Ix
4m 134 5% 7.43Ix
10% 14.91x
3m 9.8f 30% 44 6 Ix
50% 74.31Ix
2m 6.6f
im 3.3f
om of Conditions:
Number of c-planes: 72
-im -3 Lux at center: 149 Ix
-2m -6.6f
-3m -9.8f
Lux distribution on a surface
Am 13.1f when lamp is mounted at 10
meters from the surface.
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600
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PULSAR

LUXEOS Flood 9 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 40° Optics

ISO candela diagram

O
90° Z
10% 292 cd m
75° ——— 20% 584cd 5'
_ 30% 876cd —
* M
40% 1168 cd
45° — 50% 1461cd U
o 60% 1753 cd >
70% 2045 cd _I
$l15° 80% 2337 cd >
[®)]
S 90% 2629cd
w |0°
]
=
©
= |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 2921 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49 2f
3% 0.8761Ix
12m : o - 39.4f 5% 1.461x
’ 10% 2.921Ix
9m 29.5f ' 30% 8.761x
50% 14.6 Ix
6m 19.7f
3m 9.8f
Om of Conditions:
Number of c-planes: 72
-3m 08 Lux at center: 29.2 Ix
-6m -19.7f
-9m -29.5f
| Lux distribution on a surface
-12m -39 .4f when lamp is mounted at 10
meters from the surface.
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 90f 16




PULSAR

LUXEOS Flood 9 - RGBA (1700K)

ISO Candela & ISO Lux diagrams with 80° Optics

ISO candela diagram

O
90" Z
10% 120 cd m
75° 20% 239 cd 5'
o 30% 359 cd —
* M
40% 479cd
45° 50% 599 cd U
0 60% 718cd >
70% 838 cd _I
$l15° 80% 958 cd >
o
S 90% 1078cd
w©|0°
©
=
©
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 1197 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
30m 98.4f
3% 0.3591Ix
24m 78.7f 5%  0.599 Ix
10% 1.201x
18m ,/// o 59.1f 30% 3.59Ix
g 50% 5.99 Ix
12m / 39.4f
6m / \ 19.7f
Om of Conditions:
, Number of c-planes: 72
-6m 9Tt Lux at center: 12.0 Ix
-12m -39.4f
~ ‘,////
-18m - TY— -59.1f
Lux distribution on a surface
-24m -78.7f when lamp is mounted at 10
meters from the surface.
DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 9 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 10x60° & 60x10° Optics

ISO candela diagram

90°
10% 723 cd

75° ———— 20% 1447 cd

- 30% 2170 cd
————— 40% 2894 cd
45° —— 50% 3617cd
60% 4341 cd
70% 5064 cd

60°

30°

-
I
O
|
o
<
rm
—
==
M
>
>

8l15° — 80% 5788cd
()] =
c 90% 6511 cd
© |0°
[&]
£
(V]
> |-15° Conditions:
0 Number of c-planes: 72
Candela at center: 7235 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49 2f
3% 217Ix
12m 39.4f 5% 3.62Ix
10% 7.231x
9Im 29 5f - - 30% 21.7 Ix
50% 36.21x
6m 19.7f
3m — 9.8f
/ \,
om \ > 9% of Conditions:
e N S R E P Number of c-planes: 72
-3m 0.8 Lux at center: 72.3 Ix
-6m -19.7f
-9m -29.5f
Lux distribution on a surface
_12m -39 .4f when lamp is mounted at 10
meters from the surface.
DW Windsor
Pindar Road, Hoddesdon, EN11 ODX
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PULSAR

LUXEOS Flood 9 - RGBA (1700K) .
Colormetrics RGBA

Spedtra Total Lumen Output (Native) : 1937 Im
Efficacy : 32.3 Im/W

Voltage : 240V

Supply Power : 60W

Supply Power Factor : 0.96
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CIE 1931 CIE 1931 Zoom
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- x: 0.291
0.1 I y: 0.210
&
00
0.0 0.1 02 03 04 05 06
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Colormetrics RED

Spectra Red Lumen Output : 527 Im

CIE 1931 CIE 1931 Zoom

:In/a
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O
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Colormetrics GREEN

Spectra Green Lumen Output : 809 Im

vivad DId1dWOLOHd

CIE 1931 CIE 1931 Zoom

)
&

DW Windsor
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Colormetrics BLUE

Spectra

Blue Lumen Output:178 Im

CIE 1931

CIE 1931 Zoom

2%0

Auv: n/a

vivad DId1dWOLOHd
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PULSAR

LUXEOS Flood 9 - RGBA (1700K)
Colormetrics AMBER 1700K

Spectra Amber 1700K Lumen Output : 984 Im
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CIE 1931 CIE 1931 Zoom

Should further photometric variations be required, please contact our Head Office.
As part of our commitment to continuous improvement PULSAR may change the specifications of its products without prior notification or public announcement.
All descriptions, illustrations, drawings and specifications in this publication present only general particulars and shall not form part of any contract.

DW Windsor

Pindar Road, Hoddesdon, EN11 ODX
www.dwwindsor.com | info@dwwindsor.com | +44 (0) 1992 474 600 160f 16




